Caratterizzazione dinamica e reologica di architetture 2D all'interfaccia aria/acqua by Orsi, Davide
U N I V E R S I TÀ D E G L I S T U D I D I PA R M A
Dottorato di Ricerca in Fisica
XXIV ciclo
D Y N A M I C A L A N D R H E O L O G I C A L
C H A R A C T E R I Z AT I O N O F 2D A R C H I T E C T U R E S
AT T H E A I R / WAT E R I N T E R FA C E
Caratterizzazione dinamica e reologica di architetture 2d
all’interfaccia aria/acqua
coordinatore:
Chiar.mo Prof. Pier Paolo Lottici
tutor:
Chiar.mo Prof. Luigi Cristofolini
dottorando:
Dott. Davide Orsi

It is a reasonable position to deny the stones in the street; it will be a
religious dogma to assert them. It is a rational thesis that we are all in a
dream; it will be a mystical sanity to say that we are all awake. Fires will be
kindled to testify that two and two make four. Swords will be drawn to
prove that leaves are green in summer.
We shall be left defending, not only the incredible virtues and sanities of
human life, but something more incredible still, this huge impossible
universe which stares us in the face.
We shall fight for visible prodigies as if they were invisible.
We shall look on the impossible grass and the skies with a strange courage.
We shall be of those who have seen and yet have believed.
— G.K. Chesterton
a Maria Camilla

A B S T R A C T
This Thesis reports the characterization of the mechanical response
and of the internal microscopic dynamics of 2D Langmuir films, per-
formed and interpreted within the theoretical framework provided by
fluctuation-response function theorems. The mechanical shear modu-
lus of Langmuir films has been measured by means of the Interfa-
cial Shear Rheology technique (ISR). X-ray photon correlation spec-
troscopy (XPCS) experiments were performed to characterize the slow
microscopic dynamics of samples either at the air/water interface or
transferred on solid substrate.
Two kind of systems have been investigated: polymeric films made
of a photosensitive azobenzene-polyacrylate (PA4), and films of gold
nanoparticles (GNPs) forming a 2D gel.
Langmuir films of PA4 present an elastic shear response, which
can be controlled at will by suitable illumination, induceing photoiso-
merisation of the azobenzene and therefore a transformation from an
elastic to a viscous film. This process is accompanied by an accelera-
tion, of more than one order of magnitude, of the internal dynamics,
without a change in any thermodynamic parameter (temperature or
surface pressure). Also, back isomerization with blue light acts on
the system as an “optical quench”. All this allows the polymer to
be brought out of equilibrium- and its dynamics being studied- in a
novel and unconventional way.
GNP films are characterized by an heterogeneous morphology, with
a foam-like structure at low concentration, and a Levy-distribution
of sizes, which is deemed to be at the origin of the elastic, gel-like
mechanical response observed. The slow dynamics of the films, ob-
served by XPCS on the spatial scale of hundreds of nanometers, has
an hyper-diffusive character which has been found in many arrested
systems. Dynamical heterogeneities have been observed and charac-
terized by means of higher order correlation functions -in particular,
four times correlation functions have been experimentally accessed
for the first time in an XPCS experiment in the course of this work.
The GNP 2D gel dynamics is characterized by two distinct time scales;
both fast and slow motions are confined to the surface plane (2D) and
have similar dependencies on the exchanged momentum, and on the
coverage fraction. The degree of heterogeneity increases with concen-
tration; at the same time, it seems that the motion involves a hierarchy
of spatial scales. These results are compatible with theoretical results
and simulations of the dynamics of colloidal gels.
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Part I
L A N G M U I R A R C H I T E C T U R E S

1
I N T R O D U C T I O N
1.1 a bit of history
The investigation of bidimensional systems at the air/water interface
has its foundation in the late XIX century, when the experiments of
Lord Raileigh [1] and A. Pockels [2] provided evidence that films at
the air/water interface may have a thickness limited to one molecule.
These experiments proved that the measurement of the variation of
the surface tension of water due to the presence of oil films allows
a precise study of the correspondent phase diagram. Since then, the
measurement of surface tension variations is one of the basic tools for
the study of architectures at the air/water interface.
The work of I. Langmuir in 1920-1940 provided a deeper insight on
the processes that lead to the formation of films at the air/water in-
terface [3] -now named after him- depending on the properties of the
subphase [4, 5]. Moreover, during these years the study of interfacial
films proved to be particularly fertile on an applicative perspective.
The step towards application was made possible by the deposition
of mono and multilayers on solid substrate, a technique pioneered
by K. Blodgett and V. Schaefer: one of the first application regarded
the use of deposited films to suppress light reflection from a glass
[6]. The experimental devices developed by Langmuir, Schaeffer and
Blodgett -in particular the trough and the deposition techniques and
tools named after them- are still, with minor modifications and up-
grades, the key components of laboratories devoted to the study of
interfaces.
During the second half of the XX century, several techniques were
developed in order to characterize the mechanical response of inter-
facial films; usually, they consisted in adaptation of “3D” rheometers
-such as the tube and concentric cylinders rheometers- to the reduced
dimensionality of 2D films. These measurements aided the under-
standing of the internal dynamics of the films in equilibrium con-
ditions, exploiting the connection between mechanical response and
dynamics provided by the fluctuation-response function theorems [7],
whose theoretical foundations were settled in the 1960’. At the same
time the structure of the film could be investigated, at atomic resolu-
tion, by neutron reflectivity, X-ray reflectivity and grazing incidence
diffraction.
Alongside the measurement of the mechanical properties of Lang-
muir architectures, their slow internal dynamics could also be directly
measured by means of spectroscopy techniques. Optical techniques
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such as FT-IR spectroscopy and non-linear second harmonic gener-
ation proved to be powerful tools to provide very detailed informa-
tions on the structure and the dynamics of the film at the molecular
level. Significant relevance was gained by Dynamic Light Scattering
(DLS) [8]; this technique, made possible by the advent of lasers and
integrated circuits in the second half of the XX century, allow the
measurement of the diffusional and rotational diffusion coefficients
of colloids, molecules and cells -in bulk and at the air/water inter-
face.
Finally, scanning microscopies (SEM, TEM, AFM) are commonly
employed to observe the micro and nanoscopic of Langmuir films
transferred on substrates such as mica, glass or silicon.
In the last two decades, the study of Langmuir architectures -from
both a mechanical and a dynamical point of view- was supported and
enhanced by many technological improvements, such as the availabil-
ity of
- fast, high resolution CCD cameras;
- optical tweezers, a tool consisting of highly focused laser beams
that can apply force of the order of piconewtons to a nanoscopic
sample;
- fast computers with enough memory to handle large simula-
tions of molecular dynamics.
The increase in velocity, sensitivity and accuracy provided by these
more efficient tools discloses the possibility of real-time characteriza-
tion of out-of-equilibrium interfacial processes, a key feature in both
applicative and theoretical research. Moreover, the direct observation
of structure and dynamics of 2D films using a microscope, in ad-
dition to the ability to accurately control their density over a wide
range, constitutes a straightforward scientific approach that is more
problematic -or even impossible- in 3D systems.
1.2 motivations
The study of Langmuir architectures is motivated by the many tech-
nological perpective /applications it provides in several fields, includ-
ing food science, cosmetics, medicine, optics, bio-inspired nanotech-
nology and nanoelectronics industries. As a matter of fact, many ad-
vances and improvements have been made possible by a deeper com-
prehension of the mechanical response and of the internal dynamics
of Langmuir films, along with the aging behavior, which is relevant
e.g. for determining shelf-life of many products.
Food science and cosmetics industries are particularly interested in un-
derstanding how to improve the stability of foams, cremes and emul-
sions, where the interface play a fundamental role. As examples, one
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may consider mayonnaise, whipped creams, detergents, beauty face
masks, shaving foams, etc. The stability of the emulsion “honeycomb”
structure that characterizes all these systems is maintained by means
of Van der Waals or dipolar interactions between the molecules that
form the interfaces [9]. These forces equilibrate the defoaming effect
of gravitation and concentration/pressure gradients; at the same time
they are responsible of the mechanical properties of the system: de-
pending on the application, the shear and compressional properties
have to be conveniently tuned.
The dynamical and mechanical properties of interfacial films may
also improve systems with applications in medicine, with particular
regard towards less invasive nanoscopic spproaches to therapy and
diagnostics. As a typical example, one may consider organic nanocap-
sules, capable of on-command targeted delivery of their content. In
fact, nanoparticles functionalized with a layer of antibodies or re-
ceptors may be driven towards a certain organ or tumor for ther-
apy -thermal therapy or drug delivery- or diagnostic/imaging [10,
11]. Recent applications for cancer photodynamic therapy are based
on inorganic nanotubes and nanowires coated with layers of organic
molecules [12, 13, 14]; when these systems are irradiated with light or
X-rays, the organic coating emits radicals that kill cancer cells. Here,
the properties of the inorganic/organic interface play a key role to-
wards the desired functionality.
Moreover, monolayers of lipids at the air/water interface constitute
the simpler experimental model systems available of cellular mem-
branes. Subsequently, this enabled the investigation of the modifica-
tion of dynamical and mechanical properties of biological membranes
induced by the interaction with drugs and proteins [15, 16, 17].
In recent years, electronics and nanotechnology focused on the study
of organic interfaces: organic electronic devices could overcome the
limits of the silicon technology connected with the size of the de-
vices. Actually, semiconductor transistors in integrated circuits have
reached the limit size of 20-30 nanometers, above which quantum
effects disrupt their functionality. Only a molecular approach may
surpass this limitation. At the same time, organic nanoelectronics
could take advantage of the self-assembly, bottom-up approach to-
wards production [18], building the device starting from the single
molecule. This could lead to an increment in performances, accompa-
nied by a consistent reduction of production costs. Among the several
possible application, we may count
- command surfaces for liquid crystal displays;
- high-density optical data storage [19] realized by means of lay-
ers of photosensitive polymers;
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- nanoparticles coated with conductive/insulating polymers, for
molecular , single-electron transistors [20], characterized by the
Coloum Blockade and Coloumb Cascade phenomena;
- organic/inorganic hybrid films with photovoltaic capabilities
[21]: despite showing a reduced efficiency and aging problems,
they may be integrated on virtually any device, including plas-
tics and fabrics.
Finally, organic 2D films with tunable dynamical and mechanical
properties are employed in several nanotechnology prototypes such
as
- hydrophobic on-command surfaces, with auto-cleaning capabil-
ities driven by the tunable dipole density of the surface [22];
- nanosized motors and actuators [23, 24];
- fabrics with improved resistance [25].
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1.3 fluctuation and response functions : two sides of
the same phenomenon?
The experimental investigation of Langmuir architectures constitutes
an accurate tool for the study of several phenomena of theoretical
interest, such as dynamical heterogeneity [26] and anomalies in the
vibrational density of states [27, 28], that received huge attention in
the past years from the scientific community. Furthermore, 2D archi-
tectures act as models of a wide class of ideal arrested system of in-
terest for statistical physics, to study phenomena like glass transition,
gelification and dynamical arrest in reduced dimensionality.
Equilibrium and out-of-equilibrium dynamics can be studied in two
ways: by studying the response to external mechanical stresses, or
through the investigation of the relaxation times that govern the dy-
namics of the system. The two approaches are complementary, and
despite the very different experimental techniques that each of them
involves, the informations provided are deeply linked.
The links are provided by fluctuations-response function theorems that
-when their validity is demonstrated- provide a quantitative connec-
tion between the characteristic parameters of the mechanical response
of the system and the dynamical relaxation times.
Two simple and widely known examples of such relations are the
fluctuation-dissipation theorems demonstrated in the early 20th cen-
tury for Brownian motion (Einstein [29]) and for the thermal noise in
a resistor (Johnson-Nyquist [30]).
As an example of the first, we consider a diluted colloidal suspen-
sion of micron-sized particles (radius R) in water as basic system to
qualitative test the existence of these relations. The thermal fluctua-
tions of the molecules influence the motion of the colloidal probes
in two different ways: they generate their random motion, and at
the same time they give rise to the friction force that arises when
the particle is moved by an external force (i. e., an electric field on
charged particles). These two phenomena, the random fluctuations of
the colloidal probes and the dissipative friction that is opposed to their
motion, are likely to be related since they share the same origin.
Following the work of Kubo [7, 31], this argument can be formal-
ized considering the results of Einstein theory of Brownian Motion.
The diffusion coefficient D of the colloidal probes is proportional to
their mobility µ:
D = kBTµ. (1.1)
The diffusion constant is obtained from the mean square displacement
(MSD)
D =
〈x(t) − x0)〉2
2t
, (1.2)
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where the average is performed over the ensemble of particles. If u
is the particle velocity, then the displacement of a particle is x(t) −
x(0) =
∫∞
0 u(t
′)dt ′, and the diffusion coefficient can be related to the
autocorrelation function of particle velocity:
D =
1
2t
∫∞
0
dt1
∫t1−t ′
0
〈
u(t1)u(t1 + t
′)
〉
dt ′ =
=
∫∞
0
〈u(t0)u(t0 + t)〉dt (1.3)
The Stokes relation, valid in low Reynolds number regime, relates
the mobility of a spherical particle to the viscosity of the colloidal sus-
pension, so that µ = 1ζ =
1
6piRη , where ζ is the Stokes drag coefficient.
The Einstein relation for Brownian motion can therefore be written as
a inverse proportionality between the diffusion coefficient D (fluctua-
tion) and the suspension viscosity η (response function), retrieving the
widely known Einstein-Stokes relation:
D =
kBT
6piRη
. (1.4)
A first step towards a generalization of this classical equation is ob-
tained by substituting the diffusion coefficient D with the right term
of equation 1.3 [7], so that the inverse of the suspension viscosity η is
now proportional to the correlation function of the particle velocity:
1
η
=
6piR
kBT
∫∞
0
〈u(t0)u(t0 + t)〉dt. (1.5)
Equation 1.5 connects the mechanical response function to the corre-
lation function of a relevant experimental quantity of the system; the
characterization of the dynamics of the system may take advantage
of both rheological and fluctuation measurements.
A recently proposed generalized Stokes-Einstein (GSE) relation for
viscoelastic fluids [32, 33] relates the viscoelastic response of a col-
loidal suspension to the correspondent diffusion coefficient, e. g. mea-
sured in a dynamic light scattering experiment. It relates the Laplace
transform of the MSD,
〈
r˜2(s)
〉
, to the Laplace transform G˜(s) of the
mechanical response function G(t). This GSE equation allow the inter-
pretation of colloidal probe motion in a 2d viscoelastic film [34, 35]:
〈
r˜2(s)
〉
=
2
3
kBT
piRsG˜(s)
(1.6)
the reduced dimensionality influences the value of the numerical co-
efficient only (23 in 2d, 1 in 3d). Equation 1.6 is the founding relation
of Multiple Particle Tracking (MPT), a technique that measures the
shear modulus of interfacial films via the MSD of microscopic tracers
embedded into it.
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1.4 structure of the work
This Thesis reports on the investigation of mechanical properties and
internal dynamics of Langmuir architectures. The informations ob-
tained from the measurements of the interfacial mechanical prop-
erties and of the microscopic dynamics will be combined to reach
a more complete understanding of the properties of these systems.
Therefore we may say that the family of Theorems relating response
functions to the spontaneous fluctuations of the system constitutes
the background and the foundations of this Thesis.
In part (ii) the interpretative theoretical grounds of interfacial rhe-
ology are outlined. Next, the experimental devices used to charac-
terize the response to an interfacial shear stress are described. Part
(iii) illustrates how photon correlation experiments with visible light
and X-rays can access the internal dynamics of interfacial systems
by means of intensity correlation functions. In particular, second and
fourth order density auto-correlators describe accurately the internal
dynamics along with its possible heterogeneity.
Part (v) and (iv) contain the mechanical and dynamical characteri-
zation of two interfacial systems:
• films of gold nanoparticles, a model of a 2d gel;
• molecular layers of a photosensitive, liquid-crystalline polymer
that can be driven out-of-equilibrium through perturbation with
UV and blue lights.
Finally, results are to be compared and interpreted with respect to
a model, recently proposed in the literature, which can be viewed as a
generalized fluctuation-response function relation.

2
I N T E R FA C I A L M O N O L AY E R S : T H E L A N G M U I R
T E C H N I Q U E
2.1 the air/water interface
An interface is a surface separating two bulk phases, which exhibits
peculiar properties, absent in either phase it delimits. The air/wa-
ter interface is perhaps the most common interface encountered in
everyday experience. Because of its generic definition (as a delimit-
ing region that possesses unique properties not present in the bulk)
the interface thickness may not be precisely defined, as it depends
on the intermolecular forces present in the subphase, ranging up to
several nanometers. For instance, the coulombic interactions between
charged molecules can extend the interfacial regions much beyond
the usual thickness of one or two molecular diameters that is ob-
served in system composed by neutral molecules.
As discovered in the late XIX century [1, 2], in equilibrium con-
ditions the air/water interface always assumes the shape that mini-
mizes its area. The reaction to any deformation of the shape of the
interface region itself is called surface tension, and has the dimensions
of a force divided by a length.
If we consider the energy possessed by each molecule of the wa-
ter surface, the molecules with the minimum energy are those of the
bulk, where they are surrounded by the maximum number of neigh-
bors. The molecules at the interface, instead, possess an higher energy,
due to the lower number of neighbors. Since the equilibrium state is
that of minimal energy, it will presents the lower possible number of
interfacial molecule, and therefore by the minimum area.
Therefore, the surface tension γ can be defined as the partial deriva-
tive of the Gibbs free energy G [36] with respect to the surface area
A:
γ =
(
∂G
∂A
)
T ,P
(2.1)
while temperature T and pressure P are considered constant. Another
way of visualizing this phenomenon is considering the motion of the
molecules. At equilibrium, the exchange rates of molecules from the
bulk to the surface and back must be equal. Since molecule at the
surface is surrounded by fewer molecules than one in the bulk liquid,
more molecules will diffuse initially from the surface, increasing the
mean atomic separation between surface molecules, as well as the
inter-molecular forces [37].
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The air/water interface present a surface tension equal to 72.8mN/m
at 20◦C. This value is exceptionally high if compared to other liquids,
and contributes to explain why water is a very common subphase in
surface experiments. The presence of a monomolecular film on a liq-
uid surface will affect the surface tension: the reduction of the pure
liquid surface tension due the film is called surface pressure Π,
Π = γ0 − γ (2.2)
where γ0 is the surface tension of the pure liquid and γ is the surface
tension of the film-covered surface. Usually, Π for the air/water sur-
face is of the order of some mN/m; obviously, the maximum value of
Π is equal to γ0 for water.
These considerations imply that the formation of a molecular layer
at the air/water interface can be easily studied by monitoring the
surface pressure Π. The trough containing the subphase is equipped
with a set of moving barriers that can run over the water, thus varying
the available surface A. In this way, the pressure Π can be monitored
as a function of sample packing, ensuring a continuous control of
the sample phase transitions that may occur as the surface area is
reduced.
2.2 the langmuir trough
A fundamental tool for the scientific investigation of molecular films
at the air/water interface is the Langmuir trough, depicted in figure 1.
It consists of a container made of highly polished Teflon, a relatively
common and cheap hydrophobic material, fixed to an aluminum base,
equipped with a system of internal channels for water heating/cool-
ing circulation. Two Teflon barriers can be moved synchronously onto
the trough, varying the area A of the air/water interface. Teflon is
employed because its hydrophobicity ensure the formation of a con-
cave meniscus when the trough is completely filled with water. This
meniscus reduces the formation of collapses and aggregates in the
film, during its formation.
The purity of the water surface is a key parameter to control the
successful formation of a uniform monolayer at the interfaces, so an
accurate cleaning procedure is performed before each measurement:
the trough and the barriers are washed multiple times with hot water
and soap, and finally rinsed with high-purity water.
The solution of the insoluble molecules we want to investigate is
dispersed onto the water surface. When the solvent is completely
evaporated, the molecules are confined on the water surface in a 2d
gaseous state. In case of amphiphilic molecules (such as stearic acid),
characterized by hydrophilic and hydrophobic portions, we find that
the first is immersed in water while the second is lifted out of the
water subphase.
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Wilhelmy Plate
air/water interface
teflon barrier
Figure 1: Sketch of a double barrier Langmuir trough
The surface pressure Π is measured using a device, called Wilhelmy
balance, that operates through the detection of the force necessary to
keep a small (1cm wide) filter paper plate, partially immersed into
the liquid, at constant height. This force has to equilibrate the sum of
the surface tension, the weight of the plate and the buoyancy due to
displaced water. The balance measures this force as the voltage that
has to be applied to the electromagnet that holds the plate to keep
constant its vertical position. The voltage-surface pressure calibration
is performed either using calibration weights, or by measuring the
variation ∆F of the equilibrating force when the wet paper plate, pre-
viously immersed in pure water, is lifted up out of the subphase. If
the paper is thin enough, the difference of surface tension is then
∆γ =
∆F
2W
where W is the plate width. Moreover, this force variation corre-
sponds to 72.8mN/m, the value of surface pressure of a clean air/wa-
ter interface.
2.3 Π−A isotherms
A first characterization of a monolayer at the air/water interface can
be achieved by the measurement of the surface pressure, in equilib-
rium conditions, as a function of the surface area available to any
molecule on the water surface. In practice, this measurement is usu-
ally performed in quasi-equilibrium conditions, during constant area
reduction, achieved with the slow motion of the teflon barriers that
equip the Langmuir trough; the obtained curve is called surface pres-
sure - area (Π−A) isotherm, as it is measured at constant temperature.
A paradigmatic calibration measurement is the Π − A isotherm of
stearic acid, shown in figure 2.
The curve can be divided into several regions; in each region the
surface pressure grows roughly at constant rate, and a change of
slope indicates a “phase” transition. A complete characterization of
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the different phases of lipid monolayers is reported in a review by
Kaganer, Möhwald and Dutta [38]. The review reports experiments
performed by means of x-ray-diffraction experiments, computer sim-
ulations, molecular models that allowed the reconstruction of phase
diagrams of many amphiphilic molecules at the air/water interface.
• At large values of the area, molecules do not interact with each
other; the monolayer can be considered to lay in a "gaseous"
state, at zero surface pressure.
• A first small increase of the surface pressure to a constant value
smaller than 1mN/m is caused by the lifting of the hydrophobic
tail of the stearic acid from the water surface.
• At lower values of the surface area, the surface pressure starts
to grow linearly, as a consequence of the onset of intermolecular
interactions: the monolayer is in the so-called "liquid" phase.
• A "solid" phase is reached by further reduction of the area,
which results in a steeper increase of Π. The close packing of
the molecules lifts the hydrophobic tails completely out of the
subphase and orients them into an ordered phase.
• By compressing the solid phase above a rupture point, collapses
start to appear in the molecular layer, with the formation of
portions of film denoted by bilayers and/or aggregates.
In addition to this rough and oversimplified categorization of the pos-
sible phases of Langmuir films, it has to be mentioned that several
liquid-liquid and solid-solid transitions have been observed in the liter-
ature, depending of the properties of the molecules at the interface.
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Figure 2: a) An example of pressure-area isotherm: stearic acid on water
surface. The dashed line is the linear fit to the steeper region, de-
scribed in the text. b) different phases of a Langmuir monolayer:
from bottom to top, gas, liquid and condensed phases.
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An area per molecule, the area occupied by a single molecule in a
compact film, is measured as the intercept with the abscissa axis of
the line used to fit the portion of the isotherms corresponding to the
“solid” phase.
2.4 transferred multilayers on solid substrate
In order to be attractive from the point of view of technological ap-
plications, Langmuir monolayers have to be transferred onto solid
substrate, such as glass or silicon.
Moreover, some of the characterization techniques used in this The-
sis are not feasible at the air/water interface, either because of the low
signal-to-noise ratio arising from a single molecular layer, or because
the presence of a liquid subphase is incompatible with the experimen-
tal setup, as in scanning electron microscopy where measurements
are performed in void.
A Langmuir film in the liquid condensed phase can be transferred on
a properly prepared surface by means of either
• the Langmuir-Shaeffer (horizontal) deposition technique;
• the Langmuir-Blodgett (vertical) deposition technique;
In the Langmuir-Shaeffer technique the film, previously compressed
up to desired surface pressure, is divided into small rectangular por-
tions by placing a plastic mask -which present several rectangular
holes- onto the water surface. The operator holds the substrate, hor-
izontally oriented, using a pair of tweezers; then he places the sub-
strate in contact with the film at the air/water interface. If the film-
substrate interaction is strong enough, the film is transferred onto
the substrate as this is gently lifted up. Then, the residual water is
removed using a subtle nitrogen blow. The gesture is repeated for
each portion the film in divided into, obtaining a multilayer sample
deposited onto the solid substrate. The main advantage of this tech-
nique is that it does not require any special equipment; however, the
uniformity of the deposited film is strictly related to the operator
skills.
The Langmuir-Blodgett technique, on the contrary, the substrate
is mounted vertically on a motorized support. The substrate is then
slowly immersed completely and extracted, so that a layer of molecules
is transferred onto it. This can be repeated as many times as desired.
Meanwhile, the area of the trough is continuously reduced, in or-
der to keep constant the surface pressure of the film. The Langmuir-
Blodgett technique requires dedicated deposition hardware and soft-
ware, but it ensures the deposition of molecular layers with high uni-
formity and reproducibility
In both techniques, the substrate has to present a clean and smooth
surface in order to ensure that the fewest modification are induced on
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the film structure by the transfer process. Depending on the charac-
teristic of the substance that has to be transferred, the substrate may
have to be modified by proper techniques and treatments, such as
silanization, in order to make it more hydrophobic/hydrophilic, thus
ensuring a complete and uniform transfer. Despite the highest accu-
racy paid in the deposition process, the first layers always suffer a
certain degree of modification with respect to the structure shown at
the air/water interface. The internal properties and dynamics are af-
fected by the proximity to the surface. For this reason, in this Thesis a
total number of more than 10 layers is usually transferred, for a total
sample thickness of tens /hundreds of nanometers, so that the bulk
properties are investigated.
2.5 characterization of langmuir layers : complemen-
tary techniques
Langmuir monolayers, either at the air/water interface or transferred
on silicon substrate, were characterized in this Thesis using several
complementary techniques. Their morphology and structure of sam-
pless and films, as well as its uniformity/heterogeneity [37] were in-
vestigated. A brief selection of common techniques is reported in the
following list, along with the instrumental equipment used during
this project.
• Optical microscopy either on deposited multilayer or directly at
the air/water interface; in the latter case, a custom trough equipped
with a window is used on an inverted microscope. Microscopy
is particularly useful to check the absence of aggregates and the
uniformity of the film, but only on the microscopic scale.
• Transmission Electron Microscopy (TEM), Scanning Electron Microscopy
(SEM) and Atomic Force Microscopy (AFM) to observe and charac-
terize the morphology of deposited layers down to the nanoscale.
The SEM microscope used in this work is a FEG-SEM Zeiss
Supra 401 operated at 2− 10kV , while AFM images have been
obtained using a ThermoMicroscope Autoprobe CP Research
instrument2, commonly operated in contact mode with a SiN
soft cantilever.
• Brewster Angle Microscopy and Null-Ellipsometric Imaging. In ex-
tinction condition, obtained by reflection on the water surface
at the Brewster angle or by means of polarizers, the reflected in-
tensity from the surface is zero. The extinction condition is bro-
ken by the presence of the film, so that it is possible to observe
in-situ the formation of a Langmuir layer and characterize the
1 Carl Zeiss NTS GmbH, DE
2 ThermoMicroscopes, Sunnivale CA, USA
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eventual presence of domains in the structure of the condensed-
liquid phase (i.e. in lipids). Null-ellipsometry in imaging mode
was performed with an Optrel-Multiskop3 ellipsometer oper-
ated at wavelength λ = 632nm and by an EP3 NANOFILM4
Microscope operated at λ = 532nm.
• Null-ellipsometry, to measure the thickness of Langmuir mono
and multilayers by studying how the polarization of an incident
laser beam is modified upon reflection from the sample. The
change in the polarization state is connected to the thickness
and refractive index of the sample by the Drude-Fresnel equa-
tions. These measurements were conducted using the Optrel-
Multiskop Ellipsometer.
• UV-Vis absorption spectroscopy, used to measure the absorption
spectrum of the films and evaluate concentration of sample so-
lution. For gold nanoparticle samples, this technique was also
employed to check the nanoparticle size. UV-Vis spectroscopy
measurements were performed in this work using a Jasco V-500
spectrometer.
• Grazing Incidence X-ray Diffraction (GID) and X-ray Reflectivity
(XRR), to determine the structure of compact films at the air/wa-
ter interface.
2.6 troughs
The laboratory for Molecular Nanotechnology in Parma is equipped
with several Langmuir troughs. In particular, two specific custom
troughs5 were used:
• A 8.5x25.5cm2 trough for ellipsometry and rheology measure-
ments;
• A 4x25cm2 trough featuring a circular glass window placed in
its center, to be used on an inverted microscope equipped with
long focal objectives.
Both trough are controlled using an electronic hardware from R&K6,
equipped with a PID controller for measurements performed while
keeping constant the surface pressure. The whole system is interfaced
with a computer, using Matlab for data acquisition.
3 Optrel GbR, Sinzing, DE
4 Accurion GmbH, Goettingen, DE
5 Mechanical Laboratory - Physics Department, University of Parma
6 Riegler & Kirstein GmbH, Potsdam, DE
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M E C H A N I C A L R E S P O N S E F U N C T I O N S
Detailed description of the fundamental theory and the
experimental setups behind the measurements of the me-
chanical response functions of a Langmuir film.

3
M E C H A N I C A L R E S P O N S E O F 2D F I L M S
In the previous chapter, we have described the techniques and pro-
cedures that allow the formation and characterization of a Langmuir
monolayer. In order to obtain more detailed informations on its me-
chanical properties, the rheology -the measurement of the mechanical
response- of monolayers of insoluble surfactants has to be considered.
In analogy to the usual bulk rheology, it is possible to follow the re-
sponse of the film to different perturbations as a function of thermo-
dynamical variables like temperature or surface pressure. The first
attempt to project on two dimensions the principles of bulk rheology
was formulated by Boussinesq at the beginning of the 20th century
[39, 40]. This theory describe the so-called “linear regime”, where
the study of viscoelastic effects is limited to the restricted interval of
stress amplitude where the resulting strain is linearly proportional to
the stress. This implies that stress, strain, and their time derivatives
are related by a linear differential equation with constant coefficients.
In analogy with Miller and coworkers [41], we consider a infinitesimal
portion of 2d film. Since the linear regime is investigated, the interfa-
cial stress tensor σ may be defined in term of its deviation from the
equilibrium
σ = σc + σs = σ0
∣∣∣∣∣1 00 1
∣∣∣∣∣+
∣∣∣∣∣σ11 − σ0 σ12σ21 γ22 − σ0
∣∣∣∣∣ (3.1)
Each component σij represents the force, exerted along direction i,
that acts on a line perpendicular to the direction identified by versor
j, as shown in figure 3.
We are not interested into deformation that causes a rigid move-
ment of the whole film. Therefore, we have to exclude deformations
where the tensor σ is proportional to the displacement u = (ux(x,y, t),uy(x,y, t))
of each of its infinitesimal portions -identified by coordinates (x,y).
On the contrary, we investigate deformations where the compo-
nents of σ are connected to u through linear differential equations. In
this situation, the tensor σ is linked to the so-called strain tensor γ,
composed by the partial derivatives of u relatively to x and y:
γ =
∣∣∣∣∣∣
∂ux
∂x
1
2
(
∂ux
∂y −
∂uy
∂x
)
−12
(
∂ux
∂y −
∂uy
∂x
)
∂uy
∂y
∣∣∣∣∣∣ (3.2)
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This tensor can be expressed as the sum of an isotropic term γc
-which has the same trace of γ- and a deviation term γs:
γ = γc + γs = (3.3)
=
∣∣∣∣∣∣
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So, both γ and σ tensors can be expressed as a sum of a symmetric
tensor and an antisymmetric one, with the symmetric part given by
the trace of the sum. A pure compression deformation is described
by a linear differential equation that involves the symmetric parts of
γ and σ. On the contrary, a pure shear deformation is described by
analogous expressions that involve the antisymmetric parts of γ and
σ.
3.1 elastic solid
In this section, we consider a purely elastic isotropic film floating on
the surface. The elasticity of the film implies that the tensors σ and γ
are connected by a linear relation:
σ = σc + σs = kc γc + ks γs (3.4)
The coefficients kc and ks are real parameters that express the elas-
tic response of the film to compression and shear stresses; they are
known as elastic compressional and shear modulus, respectively. In the
following discussion, compression and shear deformations are con-
sidered separately for clarity.
3.1.1 Isotropic compression
We consider an isotropic dilation, applied in the same way in all di-
rections - as sketched in figure 3.
In this case the off-diagonal terms of the stress and strain tensors
are zero, as clarified by the drawing reported above; the tensors γ and
σ reduce to
σ = σc = σ0 I
γ = γc =
∂ux
∂x
I (3.5)
where I is the identity matrix.
We consider a square portion of the film of side l. A dilation gener-
ates a relative increase in the area which is equal to
∆A
A
=
(l+ δux)
2 − l2
l2
=
2 δux
l
+O(δu2x) ' 2
∂ux
∂x
(3.6)
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Figure 3: a) System of coordinates b) Sketch of an isotropic compression of
a square portion of an elastic films.
therefore the rheological equation can be written as
σ0 = kc
∂ux
∂x
= kc
∆A
2A
. (3.7)
The parameter ki is usually expressed in terms of the Marangoni elas-
ticity modulus E:
kc =
2σ0
∆A/A
= 2 E (3.8)
which is also known as dilation modulus.
The dilation modulus E can be deduced from a Π−A isotherm; the
slow reduction of the area at constant rate induces a dilation strain on
the film, while the stress is measured as the variation of the surface
tension. The compression modulus is proportional to the derivative
of the curve
E = −A
∂Π
∂A
(3.9)
Figure 4: compressional modulus E measured on poly(vinyl acetate) sam-
ples characterized by different molecular weights [42].
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Figure 5: a) System of coordinates b) Sketch of an shear deformation of a
square portion of an elastic films.
An example of this measurement, performed on poly(vinyl acetate)
samples of different molecular weights by Spigone, Cicuta and cowork-
ers [42], is reported in figure 4. The curves reported in the figure cor-
respond to measurements performed at different values of the com-
pression rate.
3.1.2 Shearing
In an analogous way, we consider a shear deformation of a square
portion of elastic surface: this example is sketched in figure 5.
In this case the isotropic terms of the stress and strain tensors are
null, and the rheological relation involves the deviatoric terms only:
σs = ksγs
↓∣∣∣∣∣ 0 σ12−σ12 0
∣∣∣∣∣ = σ0
∣∣∣∣∣ 0 1−1 0
∣∣∣∣∣ = ks 12
∣∣∣∣∣∣ 0
∂ux
∂y
−∂ux∂y 0
∣∣∣∣∣∣
↓
σ0 =
ks
2
∂ux
∂y
The shear deformation does not change the area of the portion of film.
The shear elasticy modulus Gs is defined as Gs = σ0∂uc/∂y , therefore
ks = 2 Gs. (3.10)
In conclusion, the mechanical properties of a perfectly elastic 2d
surface can be described investigating the response to compressional
and shear deformations, measuring the dilational modulus E and the
shearing modulus Gs.
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3.2 ideal fluid
In an ideal fluid interface, or 2d Newtonian fluid, dissipation effects
have to be considered. Hence, viscosity must replace elasticity in the
rheological equations that relate shear and stress tensors. This can be
simply done by replacing the vector of displacement u with its time
derivative u˙, obtaining the corresponding equations for the isotropic
and deviatoric parts of the shear and stress tensors. These equations,
describing compression and shear deformation, reduce to:
∆σc = 2 ηc γ˙c (3.11)
∆σs = 2 ηs γ˙s (3.12)
following an analogous procedure to that followed for the elastic de-
formations. The two real parameters ηs and ηc are respectively the
Newtonian shear viscosity and the Boussinesq dilational viscosity.
In order to obtain a complete characterization of the elastic and
viscous response of the sample, the elastic moduli E, Gs and the vis-
cosities ηc, ηs have to be determined as a function of the time scale
over which the stresses are applied. In real systems, the mechanical
response is given by a combination of elastic and viscous behaviors.
Several models of composition of these effects have been proposed:
in the following sections, two simple models of viscoelastic response
are discussed.
3.3 viscoelastic film : maxwell model
Using the previous simple examples as a starting point, it is possible
to describe more complex systems that present both dissipative and
elastic motions: the viscoelastic systems. These kind of response can
be described by the Maxwell model, sketched as a series connection of
a spring and a dumper.
If the stress applied to the insoluble monolayer is sufficiently small,
so that both linearity and the superposition principles are preserved,
the stress and strain tensors are related by two equations that are a
linear composition of the relations found for the elastic film and the
ideal fluid.
dilation: γc = γc(elastic) + γc(viscous)
shear: γs = γs(elastic) + γs(viscous) (3.13)
↓
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γc =
σc
2E
+
1
2ηc
∫
σcdt
γs =
σs
2Gs
+
1
2ηs
∫
σsdt (3.14)
The differentiation of equations 3.14 leads to
1
E
σ˙c +
1
ηc
σc = 2γ˙c
1
Gs
σ˙s +
1
ηs
σs = 2γ˙s (3.15)
Equations 3.15 are called the Maxwell model for viscoelasticity. We note
that the rheological parameters can be combined into two character-
istic times, τc = ηc/E and τs = ηs/Gs. This reduces the equations to
the simpler form
τcσ˙c + σc = 2ηcγ˙c
τsσ˙s + σs = 2ηsγ˙s. (3.16)
From now on, a pure shear deformation will be considered for brevity.
Common experimental devices, developed to measure the mechani-
cal properties of 2d film, like Langmuir monolayers, often rely on an
external oscillatory strain applied to the sample. Moreover, any exter-
nal perturbation can be expressed in terms of its Fourier components.
Supposing that such an oscillatory shear strain γ = γ0eiωt is im-
posed on a maxwellian 2d interface, the shear equation 3.16 becomes
τsσ˙s + σs = 2ηsγ0iωe
iωt (3.17)
This linear inhomogeneous differential equation has a purely oscil-
lating solution,
σs =
2ηsγ0ω (i+ωτs) e
iωt
1+ω2τ2
. (3.18)
The interfacial shear modulus G is defined as usual as the ratio be-
tween shear stress and strain, G(ω) = σd(ω)2γ(ω) . It is a frequency depen-
dent complex parameter
G(ω) =
Gsτsω(i+ τsω)
1+ τ2sω
2
, (3.19)
whose real and imaginary parts are respectively:
G ′(ω) = Gs
τ2sω
2
1+ τ2sω
2
(3.20)
G ′′(ω) = ηsω
1
1+ τ2sω
2
. (3.21)
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Figure 6: Maxwell model of a viscoelastic film. Normalized shear moduli G ′
and G ′′ calculated from equations 3.21, reported as a function of
the reduced angular frequency ωτs.
It is worth noting that the real part of G is proportional to the shear
elasticity modulus Gs, while the imaginary part is proportional to the
shear viscosity ηs. Therefore, the real part of G, G ′, contains frequency-
dependent information on the shear elasticity of the system, while
the imaginary part G ′′ relates to the frequency-dependent viscous
response to shear deformations.
The shear moduli G ′ and G ′′ predicted by the Maxwell model
are reported in figure 6 as a function of the dimensionless quantity
ωτS. As deduced from equation 3.21, the model predicts a loss factor -
defined as the tangent of the phase lag between stress and strain in an
oscillatory experiment- directly proportional to the angular frequency.
tan(δ) = G ′′/G ′ = ωτs (3.22)
Subsequently, at ω = 1/τs the model predicts a crossover from a
dissipative regime at low frequency toward an elastic response at high
frequency.
3.4 viscoelastic film : generalized linear solid model
The Maxwell model for viscoelasticity often proves to be a somehow
too semplicistic, though it describes well the behavior of many sys-
tems, like suspensions of surfactant micelles [43, 44].
Nevertheless, it is relatively easy to increase the complexity of the
model to account for different phenomenologies. For instance, we
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consider a viscoelastic film in which the stess and its derivative are
related not only to the time derivative of the strain, as in equation
3.16, but also to the strain itself. This is possible if a second shear
modulus is introduced, so that the mechanical response of the system
is described by three parameters: ηs, Gs1 and Gs2. Therefore, this
model can be represented graphically as a spring connected in series
with a parallel connection of a spring and a damper.
For the sake of simplicity, we consider a pure shear deformation:
τ1σ˙s + σs = 2Mr(γs + τ2γ˙s). (3.23)
where
τ1 =
ηs
Gs1 +Gs2
τ2 =
ηs
Gs2
Mr =
Gs1Gs2
Gs1 +Gs2
(3.24)
The solution of equation 3.23 for an oscillatory deformation, in anal-
ogy with the previous section, is used to obtain the interfacial shear
moduli G ′ and G ′′,
G ′(ω)
Mr
=
1+ τ1τ2ω
2
1+ (τ1ω)2
(3.25)
G ′′(ω)
Mr
=
(τ2 − τ1)ω
1+ (τ1ω)2
. (3.26)
whose frequency behaviors are reported in figure 7 for an hypothet-
ical system characterized by τ1 = 1s and τ2 = 100s. The presence
of a second relaxation time introduces an inflection point in the fre-
quency dependence of G ′, while leaving that of G ′′(ω) unaltered. The
loss factor of the generalized linear solid model is
tan(δ(ω)) =
G ′′(ω)
G ′(ω)
=
(τ2 − τ1)ω
τ1τ2ω2 + 1
. (3.27)
Two crossovers are observed, from an elastic regime to a dissipa-
tive response, and back, at angular frequencies where the loss factor
tan(δ) is equal to unity, roughly correspondent to 1τ1 and
1
τ2
.
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Figure 7: Generalized linear solid model of a viscoelastic film. Normalized
shear moduli G ′ and G ′′ calculated for τ1 = 1s and τ2 = 100s from
equations 3.26, reported as a function of the angular frequency ω.
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Figure 8: Generalized linear solid model of a viscoelastic film. Loss factor
tan(δ) calculated for τ1 = 1s and τ2 = 100s from equations 3.27,
reported as a function of the angular frequency ω.
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I N T E R FA C I A L S H E A R R H E O L O G Y
The measurement of the mechanical moduli -elastic and viscous- of
an interfacial system may be performed directly, by measuring its
response to an external deformation [45].
A complementary approach is based on the measurement on the
fluctuations of the system, either by means of tracers embedded in
the Langmuir film or by Dynamic Light Scattering (DLS) experiments,
retrieving the mechanical moduli of the system using a GSE relation.
This approach proves to be particularly useful for low-modulus films.
As stated here, the fluctuation-response function theorems provides
the connection between the two approaches. A combined use of these
complementary experimental methods to measure the dynamical mod-
uli E and G could provide a more profound understanding of the
system and of its behavior. In this work, the investigation is mainly
focused on the measurement of the dynamical shear modulus G.
Given these consideration, rheological techniques are grouped into
two categories, depending on the investigation approach they exploit:
• active rheology, when the film is stressed by an external force;
• passive rheology, when the probe investigates the fluctuations of
the film to obtain information on its mechanical response.
Recently, many of these techniques, either active or passive, received
a consistent gain in accuracy, resolution and operational range by
the technological improvements in the fields of real-time data and
image acquisition, e. g. the introduction of fast, high-resolution CCD
cameras.
The active technique mainly used in this Thesis measures the in-
terfacial shear modulus G using a magnetic needle, floating at the
air/water interface, as an active probe. The presence of the film alters
the motion of the needle. The film-induced damping and hindering
are measured as function of the angular frequency of the oscillations.
Other techniques, used during this project in addition to the oscillat-
ing needle techniques, are briefly described in chapter 5.
4.1 oscillating needle shear rheology
An Interfacial Shear Rheology (ISR) apparatus that makes use of an os-
cillating magnetic rod was recently developed by the group of Gerald
Fuller [46, 47]. The stress exerted by the needle on the film is equal to
the shear oscillating force (with amplitude F), divided by two times
the length L of the magnetic needle. The resulting shear strain γ is
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equal to the needle oscillation amplitude X, divided by the distance
W between the needle and the channel that delimits the investigated
portion of the film. The oscillations of γ and σ are separated by a
phase lag δ. The dynamic modulus is then given by:
G(ω) =
σ(ω)
γ(ω)
=
W
2L
F(ω)
X(ω)
eiδ (4.1)
This experimental technique presents some limitations, related to
its intrinsic design. A measurement performed on a film character-
ized by a low value of G may be strongly affected by contributions
from the drag of the water subphase. At the same time, the technique
is not suited to measure the response of very rigid films: the high
force required to move the needle may induce undesired non-linear
effects in the measurements of G.
The low limits of the dynamic range of the instrument is usually re-
lated to the so-called Boussinesq number, defined as the ratio between
the drag due to the film at the interface, and the drag due to the sub-
phase, that affect the movement of the needle at the interface. It is
expressed as
B =
dfilm
dsubphase
=
ηs P Lb
ηb ALs
(4.2)
where ηs and ηb are the viscosities of the film and of the subphase,
A and P are the area and the perimeter of the contact region between
the needle and the film, Ls and Lb are the lengths over which the
velocity fields vary in the film and in the bulk. Depending on the
value of B, three regimes can be roughly identified:
• if B >> 1, the effect of the subphase on the measurement of G
are negligible;
• if B << 1, the needle is probing the flow properties of the sub-
phase;
• an intermediate regime for B ' 1, where the interpretation of
the measurement of the shear modulus G has to account in
some way the contributions due to the drag of the subphase.
4.1.1 Instrument design
The interfacial rheometer we developed is an upgraded version of the
instrument described by Fuller, adapted to the study of photosensi-
tive polymers. A sketch and two photographs of the instrument are
shown in figure 9.
The instrument is build around the Langmuir trough described in
chapter 2. Two parallel glass plates, each of them 10cm long, define
a channel used to constrain the needle position along the direction
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(a)
(b) (c)
Figure 9: Sketch of the interfacial shear rheometer. a) simplified scheme of
the interfacial rheometer; b) The interfacial shear rheometer imple-
mented in Parma, seen from side; c) the magnetic rod floating at
the air/water interface, between the glass plates.
parallel to the short edge of the trough. The stainless steel needle is
typically 13mm long and has a diameter of 0.35mm; its surface is
kept clean by immersion in chloroform. The needle is magnetized to
saturation value before each experiment by contact with a permanent
magnet.
Two coils in Helmholtz configuration (diameter D = 32cm, resis-
tance R = 7Ω) are placed around the Langmuir trough: each of them
carries a static current I0 = 1A. The static magnetic field generated
by I0 aligns the needle along the axis of the coils, as shown in figure
10a. The whole system is oriented parallel to the North-South direc-
tion, so the Earth field does not affect the alignment of the needle. A
sinusoidal current is added to one of the coils, producing the oscillat-
ing field gradient that moves the needle. A typical sinusoidal wave
of frequency 0.25Hz and amplitude I = 1mA generates a force F of
the order of 50nN on the needle, resulting in a displacement of about
10µm.
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This “two-coils” design is a simplification of the design originally
proposed by Fuller and coworkers, which makes use of two coils in
Helmholtz configuration to generate the static magnetic field, and
two smaller coils in anti-Helmholtz configuration as the source of the
oscillating magnetic gradient that moves the needle. In the following,
we show that the use of two coils do not alter significantly the behav-
ior of the oscillating magnetic field gradient, with respect to the one
obtained with four coils.
We name x the distance from the center of the trough, along the
axis of the two coils. Figure 10a reports the magnetic fields H1 and H2
generated by each coil -placed respectively at x = −8cm and x = 8cm-
and by the two coils in Helmholtz configuration. Close to x = 0cm,
the total field Htot is constant over x. When the oscillating current I is
added to one coil, near to x = 0cm the field Htot grows linearly with
x. If the needle, aligned parallel to the axis of the coils, is described
as a magnetic dipole of momentum µ, the force exerted on the needle
is given by
−→
F (x) = −→µ ×∇−→H(x) (4.3)
In the following, we consider only the component of the force parallel
to the axis of the two coils. A calculation of the behavior of F(x) for
our instrument is shown in figure 10b. Close to x = 0, F is directly
proportional to x: therefore, an elastic constant can be defined as
k =
F(x)
x
. (4.4)
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Figure 10: a) magnetic fields generated by each coil, and by the two coils
in Helmholtz configuration, as a function of the distance x from
the center of the trough; b) The force F(x) exerted on the needle
(continuous lines) and the potential energy U(x) (dashed lines)
are reported for several values of the current I added to one of
the two coils: I = 0mA (black), I = 3mA (blue), I = 6mA (green).
Given this linearity, the energy of the dipole-field interaction U(x)
is parabolic in proximity of z = 0. The needle will change its position
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accordingly to the position x0 of the minimum of U. Since x0 depends
on the value of the oscillating current I, we have that
x0 = Ae
iωt. (4.5)
One may consider that, while in the four-coils configuration the
value k is constant, this do no happen in a two-coils design.
The calculation reported in figures 10b and 11 shows the depen-
dence of k over the current I is negligible in the present experimental
setup; the relative variation of k reaches a maximum value of the
order of 10−3.
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Figure 11: relative variation of the curvature k of the magnetic potential, as
a function of the oscillating current added to one of the two coils.
The resulting displacement d(ω) of the needle -of the order of
50µm- is detected by a CCD camera1 equipped with a long focal ob-
jective2. An hardware DAQ board3 is used to control the instrument:
using its analog outputs it is possible to drive the trough barriers
and to apply the oscillating current to the Helmholtz coils via a set
of power supplies. The DAQ analog inputs are used to measure the
trough area, the surface pressure and the current on the coils as func-
tions of time. Both the DAQ hardware board and the CCD camera
are triggered by an external reference wave, oscillating at 14Hz. The
external triggering is needed to properly measure the phase lag δ(ω)
between stress and strain, ensuring that the correct mechanical re-
sponse is retrieved. A connection scheme of the experimental setup
is sketched in figure 12.
1 The Imaging Source, 1024x768 pixels
2 Mitutoyo MPLAN-APO-20X
3 National Instruments PCI-6036e
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Figure 12: detailed sketch of the electrical connections of the experimental
setup. The connections relative to the trigger signal are depicted
in red.
4.1.2 Calibration: oscillations on pure water
In order to characterize the inertial response of the needle, we con-
sider the oscillatory movement of the needle on a pure water surface.
The total force exerted on the needle given by the composition of:
• a viscous drag force Fc = −dx˙, where d is the drag coefficient
for a motion parallel to the axis of the needle. If the needle is
thin - its radius is much shorter than its length (a << L)- then
the drag coefficient is given by a relatively simple expression
[48]
d =
2piηL
log (0.43 L/l0)
(4.6)
The drag coefficient d is then related to the water viscosity η,
the needle length L and a characteristic length l0 over which
the two dimensional fluid velocity field can vary, which can be
safely assumed to be of the order of the needle’s radius a;
• an harmonic force originating from the interaction between the
magnetic dipole of the needle and the magnetic field gradient
generated by the system of coils,
Fm = −k (x− x0) = −
∂2U
∂x2
(x− x0) (4.7)
where k is the elastic constant previously defined and U is the
energy of the dipole-field interaction. The center x0 of the har-
4.1 oscillating needle shear rheology 37
monic potential oscillates with angular frequency ω (see equa-
tion 4.5).
The resulting differential equation is
mx¨ = −dx˙− kx+ kAeiωt (4.8)
Equation 4.8 is that of a forced-dumped oscillator of mass m, spring
constant k and damping constant d [47]. The ratio AR of the ampli-
tudes of the needle and force oscillation, and the phase lag δ result
as:
AR =
X
kA
=
1√
(k−mω2)2 + (ωd)2
(4.9)
δ = arctan
(
−ωd
k−mω2
)
(4.10)
Commonly, instead of measuring the elastic constant k, the simpler
approach of measuring the oscillatory voltage V applied to one of
the two coils is preferred. Therefore, a calibration constant has to
determined; in order to do that, the amplitude ratio ARV = XV is
measured. Observing the high-frequency limit of AR, it can be noted
that it is proportional to ω2 via the mass of the needle m.
X(ω)
F(ω)
=
X(ω)
αV(ω)
→ mω2, ω→∞ (4.11)
This relation -in analogy with [46]- allow the determination of the
calibration constant α:
α =
1
mω2
lim
ω→∞ XV (4.12)
A measurement of AR and δ is reported in figure 13 in logarithmic
and semilogarithmic scale, respectively. While the mass m of the nee-
dle is measured, the oscillator parameters k and d were determined
by a fit performed on the stress-stain ratio curve using equation 4.9;
they are reported in table 1. The phase lag δ is in very good agreement
with the model curve built from the parameters of table 1 (figure 13b)
using equation 4.10.
k 1.13 · 10−5N/m
m 9.9 · 10−6Kg
d 1.74 · 10−5Kg/s
Table 1: Forced-dumped oscillator parameters that describe the response of
the ISR needle on a pure water surface.
It is worth comparing the value of d obtained from the fit of the
experimental curves with its theoretical value calculated using equa-
tion 4.6. If the characteristic length l0 is taken equal to the needle’s
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Figure 13: ISR measurement on a pure water (Millipore) surface. The re-
sponse is that of a forced-dumped oscillator. a) Amplitude ratio
reported as a function of frequency (circles); the line is the fit with
equation 4.9. b) Frequency dependence of the phase shift (circles),
compared with the model curve obtained from equation 4.10.
radius a, we obtain dt = 2.38 · 10−5Kg/s, with respect to the mea-
sured value of 1.74 · 10−5Kg/s: the order of magnitude of the drag is
correctly predicted.
4.1.3 Oscillations in presence of a film
The presence of a film at the air/water interface induces an additional
hindrance of the motion of the needle, thus reducing the amplitude
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Figure 14: ISR measurements on Langmuir films of a photosensitive
azopolymer, performed for several values of the temperature. a)
Force-needle position amplitude ratio, reported in log-log scale b)
phase lag, reported in semilogarithmic scale. Experimental data
are compared with the response measured in absence of a Lang-
muir film (continuous lines) obtained from the calibration mea-
sure of figure 13.
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of its oscillations and modifying the phase lag between stress and
strain. An example of the film-induced “extra-damping” is reported
in figure 14 for films of a photosensitive polyacrylate.
An ISR measurement of the response of a Langmuir film can be con-
sidered meaningful is it is significantly different from the measure-
ment performed in absence of film, which characterize the intrinsic
oscillating behavior of the system. If this deviation is too small, than
the measurement is likely to include huge effects due to the drag of
the subphase.
As stated at the beginning of this chapter, the contribution to the
drag due to the water subphase are negligible if the Boussinesq num-
ber B is high: B >> 1.
Usually, a so-called experimental Boussinesq number [46, 47]
Bexp =
ARsys
ARfilm
(4.13)
is used in the literature to quantify the deviation of the response
of the needle from the behavior observed on pure water. If Bexp >
10− 100 in the frequency range investigated, then the mechanical re-
sponse measured may be considered as not affected by hydrodynamic
contributions due to the bulk of the subphase. In this case, the shear
modulus G is given by
G(ω) =
W
2L
αV(ω)
X(ω)
eiδ (4.14)
If B ' 1, the subphase drag contribution to G has to be decoupled
from the one due to the film. A simple way to decouple the contri-
butions to G arising from the drag of the film and from the drag of
the subphase, when the latter is not negligible, is to imply a linear
relation between the two quantities [49, 47], so that
Gfilm = Gmeas −G
∗
water = Gmeas −
W
2L
ARw exp (iδw). (4.15)
The accuracy of this procedure is questionable. In this work, the
preferred approach consists in setting a confidence threshold value
Bexp = 10, above which the measurement can be considered as not
influenced by subphase drag contributions.
4.1.4 Measuring the response of a Newtonian fluid
An additional control of the instrument calibration is conducted mea-
suring the response of films of poly(dimethylsiloxane) of controlled
thickness d and known viscosity ηbulk = 0.97Pa · s. This oil has
the mechanical response of an ideal (newtonian) fluid: it presents a
purely viscous response with frequency-independent shear viscosity
ηs.
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In case of predominantly viscous systems, the generalized 2d vis-
cosity η2d is obtained from G through the simple relation:
η2d =
G ′′
ω
. (4.16)
It is reasonable to assume that η2d is proportional to the bulk viscos-
ity through the thickness of the film, η2d = d · ηbulk, thus ignoring
confinement effects.
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Figure 15: ISR calibration measurement on a thin layer of oil -
poly(dimethylsiloxane) - of known viscosity. a) loss and storage
moduli G ′′ (circles) and G ′ (square) reported as a function of
the angular frequency. The dashed line is a fit of G ′′ with a lin-
ear frequency dependence. b) Top: The 2d viscosity of polydime-
thilsiloxane oil films as a function of the thickness of the layer
(circles). The dashed line represent the nominal value. Bottom:
deviation of the 2d viscosity ∆η from the nominal value of the
oil.
Data are shown in figure 15a: the film behaves as a Newtonian fluid
with G ′′ (circles) growing linearly with the frequency, as indicated by
fit represented by the dashed line, while G ′ is zero within the error. In
figure 15b we compare the value of the viscosity η2D obtained from
G ′′ for each film thickness d with its expected value based on the
bulk viscosity.
The results are consistent with the theoretical behavior for an ideal
viscous fluid. However, careful inspection of the data from the low-
est thickness (d < 50µm, represented by the gray area in the picture)
shows a small deviation which can be ascribed to the drag due to
the water subphase, which becomes comparable to that of the film
when this becomes too thin. This effect has already been found and
discussed in the literature [47]. If we suppose, in a simple approxima-
tion, a linear superposition of these effects, a rough estimate of the
subphase drag is obtained: |G|sub ' 10µN/m.
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4.1.5 Adaptation for photosensitive polymers
The study of the mechanical properties of photosensitive polymers
requires a proper adaptation of the instrument described so far. In
particular, the instrument had to be enclosed in an aluminum box
equipped with removable walls, to ensure that spurious light from
the ambient does not influence the rheological properties of the film.
Moreover, the illumination light required for the tracking of the nee-
dle’s position has to be chosen in a spectral region where the sample
is characterized by low absorbance. For the photosensitive azopoly-
mers investigated in this work, red light (λ > 630nm) was chosen.

5
C O M P L E M E N TA RY R H E O L O G I C A L T E C H N I Q U E S
Besides the oscillating needle technique, many other rheological tech-
niques have been proposed and developed. In this chapter, we report
a brief description of other rheological techniques.
Some of them used during this project. The measurements per-
formed with these techniques were conducted in collaboration with
dr. Pietro Cicuta, often using the experimental setups available at
Cavendish Laboratory, Cambridge (UK).
5.1 oscillating ring
The oscillating ring technique [50] makes use of the same general
principles behind the oscillating needle technique, with some differ-
ences:
• the metallic ring probe is directly connected to the motor that
induces its oscillations, and the ring oscillations are measured
by means of optical or magnetic transducers;
• the probe oscillation is less prone to spurious influences, be-
cause of its mechanical connection to the motor. On the con-
trary, the oscillating needle movements could be influenced by
parasitic magnetic fields;
• given the circular probe, a circular barrier with two small aper-
tures is used to define the portion of the film whose mechanical
properties are probed.
This instrument is a 2d implementation of the coaxial cylinders (Cou-
ette) viscometer [45, 51]. The equation of motion closely resembles
eq.4.8 obtained for the oscillating needle interfacial rheometer:
I
∂2θ
∂t2
+ kθ = Text − Tfilm − Twater (5.1)
where I is the moment of inertia of the system constituted by the ring
and its connections to the external motor, θ is the angular displace-
ment, and the letter T indicate the torques exerted by the external
motor, the Langmuir film and the water subphase. The mechanical
response of the film is obtained from the extra damping of the oscil-
lation induced by it, respect to the oscillatory response measured on
pure water.
The oscillating ring viscometer used at the Cavendish Laboratory
is a CIR-100 viscometer1, depicted in figure 16a
1 Camtel, Royston, Herts, UK
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(a) (b)
Figure 16: Oscillating ring interfacial rheometer. a) CIR-100 rheometer from
Camtel. b) Sketch of the probe floating on the film surface. The
external ring defines the measurement area; it is characterized by
two small apertures to allow the formation of the film inside the
ring during compression.
Some disadvantages of this instrument are introduced by the exter-
nal ring wall, necessary to clearly define the portion of film investi-
gated and more specifically by its narrow apertures.
These apertures have to be small, so that the experimental geome-
try is unambiguously defined. When the film has a particularly high
dynamic modulus, its rigidity obstacles its formation inside the ring
during barrier compression. Then, the presence of the film in the
measurement region has to be checked either by null-ellipsometry
or, when this technique is not available, by placing a Wilhelmy plate
inside the ring. The first solution is recommended, since the presence
of a Wilhelmy plate inevitably modifies the response of the sample.
5.2 oscillating barriers
The oscillating barriers technique makes use of Wilhelmy balances to
measure the response function to a mechanical stress induced by an
oscillatory movement of the barriers of the Langmuir trough. This
is done detecting the surface tension fluctuations over time [52, 53].
Since the compression induced by the movement of the barrier is
uniaxial, the stress induced on the film is the linear composition of
a dilational and a shear deformation. The compressional and shear
moduli E and G can be measured at the same time by means of two
Wilhelmy balances, placed respectively perpendicular and parallel to
the barriers, as depicted in figure 17.
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Figure 17: Sketck of the oscillating barriers apparatus, consisting in a Lang-
muir trough equipped with two Wilhelmy balances [53]. The bar-
riers are drawn as green bars; Πxx and Πyy indicate the com-
ponents of the surface pressure tensor respectively parallel and
perpendicular to the barriers.
The first step consists in the formation of the Langmuir film at the
desired surface pressure. At this point, a synchronized oscillation of
the barriers position is induced, leading to a corresponding oscilla-
tion α = log
(
A(t)
A0
)
' δA(t)A0 = ∆AA0 cos(ωt) of the surface area. The
components of the stress tensor are equal to the variation of the sur-
face tension measured by the two Wilhelmy balances [54];
σxx = Πxx −Π0 = (E+Gs)α+ (ηc + ηs)α˙
σyy = Πyy −Π0 = (E−Gs)α+ (ηc − ηs)α˙
(5.2)
where Πxx and Πyy indicate the components of the surface pressure
tensor respectively parallel and perpendicular to the barriers. There-
fore, if the amplitude of the oscillations of Πxx and Πyy is measured,
along with their phase lag θ with respect to the oscillations of the
area, both the compression and shear dynamic moduli  and G can
be retrieved [52, 53, 54]:
 =  ′ + i ′′ =
A0
2
(
∆Πxx
∆A
+
∆Πyy
∆A
)
eiθ (5.3)
G = G ′ + iG ′′ =
A0
2
(
∆Πxx
∆A
−
∆Πyy
∆A
)
eiθ (5.4)
This technique works well if the film is characterized by relatively
high compressional and shear moduli. Other problems could arise
from the formation of aggregates and collapses that may be induced
by the movement of the barriers.
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5.3 canal viscometer
The measurement of the steady mechanical response of viscous films
can be conducted using the so-called canal viscometry. The viscosity
of the film is measured from the study of the flow of the sample
through a small channel. This flow is compared with a solution of
the Navier-Stokes equations calculated from the channel geometry.
The experimental setup consists in a Langmuir trough divided into
two separate portions of area A, connected by a teflon channel; one
of the two portions is equipped with a single moving barrier.
The viscous film is formed, at the same value of surface pressure,
on both sides of the separation barrier; Π is measured by two Wil-
helmy balances. Then, a constant surface pressure gradient ∆Π is in-
duced by a steady compression of the film on one side, obtained
with the movement of the barrier [55]; this induces a flow of mate-
rial Q = ∆A/∆t towards the portion of trough where Π is lower.
Calling W, L and Z the width, length and depth of the channel, in
the limit case D >> W, the Navier-Stokes equations reduce to
ηs =
∆ΠW3
12 L ∆A/∆t
−
W ηw
pi
(5.5)
where ηw is the water viscosity. This equation is valid for film char-
acterized by a viscosity ηs > 10−4g/s. The flow profile of the film
can also be observed by means of epifluorescence microscopy of fluo-
rescent probes embedded in the film, or by means of Brewster angle
Microscopy of Null-ellipsometry in imaging mode.
The measurements performed with this experimental setup are af-
fected by severe problems of low reproducibility of the results. the
technique induces collapses and formation of aggregates in the film,
as a consequence of the steady compression through the channel.
5.4 multiple particle tracking
MPT investigates the rheological properties of a Langmuir monolayer
measuring the 2d MSD
〈
r2(t)
〉
of micron-sized spherical particles em-
bedded into it. Therefore, the technique implies that a fluctuation-
response function relation holds for the system investigated, in form
of a generalized Einstein Stokes relation. Since it make use of micron
and sub-micron particles as passive probes, MPT is categorized as a
microrheological technique: P. Cicuta and A. Donald wrote a brief but
complete review [35] of this class of techniques. The main advan-
tages of MPT is the high sensitivity, allowing the measurements of the
rheological properties of low-module expanded phases of langmuir
monolayers. The position of the beads is tracked over time using an in-
verted microscope, equipped with an adapted Langmuir trough and
a CCD camera. A calibration measurement is reported in figure 18:
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it is performed following the motion of silica particles at the air/wa-
ter interface. In this situation, the mean square displacement grows
linearly with the experimental time. The correct value of 1cP for wa-
ter viscosity is calculated from the diffusion coefficient D via the 2d
Einstein relation
D =
〈
r2(t)
〉
4t
(5.6)
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Figure 18: Calibration measurement of the multiple particle tracking algo-
rithm, performed by tracking silica beads (2.5µm diameter) on a
pure water surfaces. a) microscopy image of the particles. Tracked
beads are evidences in red; b) Particle trajectories; c) Correspon-
dent MSD as a function of time (circles). The red line is a linear
fit (< r2 >∝ t) of the data: the value of 1cP for water viscosity is
correctly measured.
The MSD
〈
r2(t)
〉
is calculated via software from the digitalization of
the trajectories of the particles; then, the generalized Einstein-Stokes
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relation proposed by Mason and Weitz [56] and discussed before is
used to obtain the frequency-dependent dynamic shear modulus G:
〈
∆r˜2(s)
〉
=
2kBT
3piasG˜(s)
(5.7)
where s is the Laplace frequency, where s is the Laplace frequency,
and
〈
∆r˜2(s)
〉
and G˜(s) are the Laplace transforms of
〈
r2(t)
〉
and G(t).
As stated by equation 5.7, the measurement of G requires the determi-
nation of the Laplace transform of the MSD; then, the shear modulus
is obtained as G(ω) = (˜G)(s = ω). The calculation of the Laplace
transform of
〈
r2(t)
〉
is often performed as a transform of an analyt-
ical form used to fit the experimental data. This procedure presents
several disadvantages:
• since it is possible to calculate the analytic Laplace transform of
few functions, the experimenter choices are reduced; often, an
excessive number of parameters is introduced to adapt the fit to
the experimental data;
• it implies an extrapolation of
〈
r2(t)
〉
at short and long times,
where experimental data are not accessible, that heavily affects
the resulting G˜s.
A recent procedure, proposed by Evans et al. [57], provides a straight-
forward numerical determination of the dynamic shear modulus from
the compliance J(t) = kBTpia < r(t)
2 >, where T is the temperature and
a is the radius of the particles. This procedure does not hide the ex-
perimental noise and at the same time it reduces the risk of biased
extrapolation of the dynamic shear modulus. Having measured a set
of experimental points (ti > 0, Ji), the dynamic shear modulus is
given by the relation
iω
G(ω)
= iωJ(0)
(
1− e−iωt1
) J1 − J(0)
t1
+
e−iωtN
η
+
+
N∑
k=2
(
Jk − Jk−1
tk − tk−1
)(
e−iωtk−1 − e−iωtk
)
(5.8)
It is worth noting that the determination of the asymptotic behavior
of the compliance J(0) at t = 0 is not hidden in the choice of an
analytic form to fit J(t), but it is now explicit, along with the indi-
cation of the value of the suspension viscosity η, the parameter that
defines the slope of the compliance at long times. Furthermore, this
expression finds application not only in MPT, but in any compliance
measurement performed with any rheological technique.
6
C R I T I C A L D I S C U S S I O N
The brief descriptions of the rheological techniques detailed in the
previous chapters did not include a discussion of the several approxi-
mations present in the models used for the interpretation of the mea-
surements. This is particularly relevant for the interpretation of mea-
surement of mechanical moduli whose value fall close to the limits of
the resolution of each technique.
A discussion of these approximation is given in this chapter, and
it is valid, with minor modifications, for all the techniques detailed
before.
a. The first a priori assumption is that of a non-slip contact be-
tween the probe and the sample; the slip may compromise the
reproducibility of the measurements, and it could even induce
damage on brittler films.
b. Another approximation consists in the assumption that the sur-
face in the measurement area is flat. This assumption could not
be accurate for the experimental techniques, such as the oscil-
lating needle/ring techniques, where the measurement area is
limited by hydrophilic walls. The requirement of a large mea-
surement area, so that water surface is flat, is in competition
with the fact that a small measurements area, e. g. a thin chan-
nel in the oscillating needle technique, increases the sensitivity
range of the instrument.
c. The contact angle c between the probe and the surface is as-
sumed to be equal to 90◦; an higher value of c imply higher
contributions to G due to subphase drag, while a lower value
may compromise the non-slip contact with the film [58].
6.1 dependence on the contact angle
The approximation of contact angle c = 90◦ has relevant effects in
MPT experiments. Models are needed to correct the measurement of
the diffusion coefficient D to account for contributions to G due to
c 6= 90◦ and to gradients of surface pressure.
In particular, two different models of the drag coefficient of micron-
sized particles embedded in a Langmuir film have been formulated,
both accounting for different values of the contact angle. The two
models are formulated respectively for compressible and incompressible
films.
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The model for the motion of particles embedded in compressible
films was developed by Danov and coworkers [59], with the approx-
imations that the contact angle does not change during the mea-
surements and that the movement of the particles happens at low
Reynolds numbers.
In a viscoelastic film the presence of Marangoni forces, due to local
gradients of surface pressure, hinder any motion that compresses/-
expands the film. In this situation, the behavior of the film is closer
to that of an incompressible fluid. Fisher and coworkers proposed a
model for particle diffusion in an incompressible fluid that accounts
for contributions to the drag of the film due to Marangoni forces [60].
The model calculates the dimensionless drag coefficient df that relates
the drag force due to the film to the particle velocity in a generalized
Navier-Stokes equation for 2d films:
Fd = df η R v (6.1)
df is expressed as a series expansion in terms of the Boussinesq
number, where the coefficients depend on the radius of the particle
and on their contact angle with the film surface.
6.2 macrorheology or microrheology?
In order to increase the accuracy of the measurements, it is rela-
tively common to perform experiments using several rheological tech-
niques, and in particular using active and passive rheology. Active
rheology usually makes use of macroscopic probes (ring or needle),
while in passive technique like MPT the probes are microscopic tracers.
Figure 19: Surface shear viscosity for monolayers of poly(t-butyl acrylate) as
a function of the molecular weight and for a surface pressure of
Π = 16mN/m.
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Hoverer, the literature report several cases of huge differences -
orders of magnitudes- in the dynamical shear moduli measured using
macro or microrheology: an example of this discrepancy was reported
by Ortega and coworkers [58] for films of poly(t-butyl-arylate) of dif-
ferent several weights. As shown in figure 19, the MPT experiments
measured a dynamic shear modulus G that is from 4 to 8 orders
of magnitude lower than the modulus measured with the oscillating
ring technique.
This difference is still unexplained. It may be related with the mi-
croscopic size of the probes; their motion may couple with the micro-
scopic domains that may characterize the morphology of the system.

Part III
M I C R O S C O P I C S P O N TA N E O U S
F L U C T U AT I O N S
Introduction to the fundamental theory and the experi-
mental setups behind the measurements of the slow inter-
nal fluctuations at the interface, by means of X-ray Photon
Correlation Spectroscopy. The characterization of dynam-
ical heterogeneities by means of higher order correlation
functions is highlighted.

7
D Y N A M I C A L F L U C T U AT I O N S
The internal dynamics of a system, either in 2d or 3d, can be mea-
sured by means of a light scattering experiment. In order to do so,
the incident light has to show a sufficiently high degree of coherence
in the longitudinal and in the transverse directions. In general, the
degree of coherence of radiation is expressed as coherence lengths.
The longitudinal coherence, necessary also for “static” scattering
experiments, is linked to the monochromaticity of the light wave the
photons have to be linked by a precise phase relation. The coherence
length in the transverse directions, on the contrary, is defined as the
length that separates two point on the detector that measure signals
that are not cross-correlated, following Berne and Pecora [8]. This
length is related to the experimental setup, in particular to the size
of the light source. Transverse (lt) and longitudinal (ll) coherence
length are related to the experimental parameters by means of the
following expressions:
lt =
λRs
2 ds
ll =
λ2
2 δλ
(7.1)
where λ is the wavelength, δλ the width of the wavelength distribu-
tion, Rs the detector-source distance and ds is the source size. The
transverse coherence area can be expressed as
Acoh =
λ2
Ω
(7.2)
where Ω is the solid angle subtended by the light source at the detec-
tor.
Coherent sources of visible light (lasers) are commonly available
in laboratory. Intrinsically transverse coherent X-ray source, on the
contrary, are still not available. If a transversely incoherent monochro-
matic beam is focused on a pinhole of size comparable to the transver-
sal coherence area, the pinhole can be approximated as a point source
of coherent light. This focusing procedure discards a relevant fraction
of photons, so a consistent photon flux is compulsory.
Coherent radiation scattered from a disordered sample result in a
random diffraction pattern. It is due to interference of many waves
with different phases, originating from independently moving regions
of the sample in the scattering volume. This random diffraction pat-
tern, recorded at fixed exposure time, fluctuates over time. Since the
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speckle pattern reflects the internal dynamics of the sample, the char-
acteristic times that govern its temporal fluctuations corresponds to
the relaxation times of the dynamics of the sample itself.
To access the information on the microscopic dynamics of the sam-
ple contained into the scattered intensity, the experimental setup as to
be arranged so that the coherence area is comparable with the area of
the detector employed [61]. The use of transversely incoherent light
would lead to an averaged diffraction pattern, with consequent loss
of information.
Figure 20 shows the X-ray diffraction pattern measured on a col-
loidal suspension of poly(methylmetacrylate) particles, with radius
R = 90nm. The black shadow is due to a beam stopper element in-
troduced to block the direct beam from damaging the detector. The
diffraction pattern shows spherical symmetry because the sample is
isotropic; anyhow, the intensity detected by pixels equidistant from
the center of the diffraction pattern fluctuates spatially and over time.
The pattern is characterized by rings with lower intensity as the dis-
tance from the center is increased. These rings result from the form
factor of spherical particles: the distribution of size of the particles
in the colloidal suspension is deduced from the ring positions and
widths.
Figure 20: X-ray diffraction pattern of an high concentration colloidal sus-
pension of hard PMMA spheres [62], characterized by the pres-
ence of speckles.
Autocorrelation and cross-correlation functions of the scattered in-
tensity are powerful tools to perform the analysis of the temporal
fluctuations of the speckle pattern: a concise description of their cal-
culation and interpretation is reported in the following sections.
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7.1 intensity-intensity correlation function
An intensity-intensity correlation function is calculated as the proba-
bility that an intensity I has been recored at time t, given that an in-
tensity I0 was recored at time t0. This correlation function investigate
the second-order coherence of light, the autocorrelation of the electro-
magnetic field’s amplitude investigates the first-order coherence. The
normalized autocorrelation function of intensity is then defined as:
g(2)(q, t) =
〈I(q, t1)I(q, t1 + t)〉t1
〈I(q, t1)〉2t1
. (7.3)
We underline that equation 7.3 calculates a time-averaged correlation
function, while in statistical physics we usually deal with ensemble-
averaged correlation functions. The two are equivalent only if the
system is ergodic. The calculation of correlation functions is usually
performed by means of fast multiple-tau algorithm, implemented ei-
ther as hardware electronics or software. In general, such algorithms
require a good statistic to reach a sufficiently high signal-to-noise ra-
tio. This can be achieved either by a long measurement time, or by
employing an higher number of detectors, placed at the same q (by
means of CCD cameras). The short and long time limits of the numer-
ator of g(2)(q, t) are
lim
t→0
〈I(q, t1)I(q, t1 + t)〉t1 =
〈
I2(q, t1)
〉
t1
(7.4)
lim
t→∞ 〈I(q, t1)I(q, t1 + t)〉t1 = 〈I(q, t1)〉2t1 (7.5)
Thus, g(2)(q, t) tends to unity at long times, while at short times it
approaches 1+ β, where β, called “optical contrast”, is the variance
of intensity fluctuations divided by the mean intensity. In general, the
contrast depends on the experimental setup, and is affected also by
the characteristics of both the sample and the detector.
We consider a sample composed by an high number of “domains”
that moves separately in the scattering volume. In this situation, the
electric fields scattered by each region are independent random vari-
ables, and so their sum if the central limit theorem is valid; then, the
statistics is described by a Gaussian distribution. It is possible to demon-
strate that, in this conditions, a very simple relation holds:
g(2)(q, t) = 1+β
∣∣∣g(1)(t)∣∣∣2 (7.6)
Here, g(1)(q, t) is the first-order correlation function, the autocorrela-
tion function of the scattered electric field:
g(1)(t) =
〈E∗(t1)E(t1 + t)〉t1
〈E∗(t1)E(t1)〉t1
. (7.7)
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The condition of “Gaussian statistic”is commonly assumed; however,
it may not be valid anymore if the number of independently moving
regions in the scattering volume is too low.
It can be shown also that g(1)(q, t) is the normalized intermediate
scattering function [63]
g(1)(q, t) =
S(~q, t)
S(~q, 0)
(7.8)
where S(~q, 0) is the static structure factor and S(~q, t) the intermediate
scattering function or dynamic structure factor.
S(~q, t) is given by
S(~q, t) =
1
Nf2(~q)
∑
n
∑
m
〈
fn(~q)fm(~q)e
i~q[~rn(0)−~rm(t)]
〉
(7.9)
where the brackets indicate an ensemble average over the scattering
amplitudes fn(~q). The calculation from first principles of S(~q, t) using
equation 7.9, starting from the characterization of the microscopic
structure of the sample, leads to analytical models of g(2)(q, t) that
can be used for the interpretation of experimental data.
7.2 basic phenomenology
10−6 10−5 10−4 10−3 10−2 10−1 100
1
1.2
1.4
1.6
1.8
2
Lag time, t (s)
In
te
rm
. s
ca
tt.
 fu
nc
., 
g(1
) (q
;t)
 
 
qR= 0.89
qR= 1.11
qR= 1.31
qR= 1.68
qR= 2.00
Figure 21: Correlation functions g(2)(q; t) measured by DLS on a low con-
centration suspension of PMMA particles (R = 90nm) [62]. Con-
tinuous lines are fits with equation 7.11
As a first example, we report the analytical prediction of g(2)(q; t)
for particles drifting at constant velocity in a viscous fluid (ballistic
motion). The a-priori calculation of the normalized dynamic structure
factor leads to an exponential form for the correlation function,
g(2)(q, t) = 1+β
∣∣∣∣S(~q, t)S(~q, 0)
∣∣∣∣2 = 1+βe−2( tτ(q))2 (7.10)
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Figure 22: Intermediate scattering function measured by DLS on an highly
concentrated suspension of PMMA particles (R = 260nm), as a
function of concentration [64, 65].
with the relaxation time proportional to the exchanged momentum q:
τ(q) ∝ q−1.
A second example consists in the analytical form of g(2)(q; t) for
a low-concentration colloidal suspension of monodisperse spherical
particles under Brownian motion. In this case, the ensemble averages
non-diagonal terms of equation 7.9 are equal to zero, because of the
negligibility of interparticle interaction. Moreover, the displacement
[~rn(0) −~rm(t)] of each particle is a Gaussian variable whose mean
square value is given by Einstein’s relation for Brownian motion,〈
r2(t)
〉 ∝ D0t, proportional to the diffusion coefficient.
Combining these consideration with equations 7.6, 7.8 and 7.9, the
second-order correlation function can be expressed in the form
g(2)(q, t) = 1+
∣∣∣∣S(~q, t)S(~q, 0)
∣∣∣∣2 = 1+βe−2D0q2t. (7.11)
An example of the measurement of Brownian dynamics using corre-
lation functions is shown in figure 21; it reports g(2)(q; t) measured
at several values of q on a low concentration colloidal suspension, in
a DLS experiment.
This simple expression does not hold anymore when interparticle
interaction are not negligible anymore. For instance, this happens
in highly concentrated suspensions of hard spheres, where hydrody-
namic interactions play a significant role in determining the dynami-
cal arrest as the glass transition approaches. Below a critical tempera-
ture Tc the Mode Coupling Theory predicts [66, 67] (and experiment
finds) the presence of two relaxation times: tβ, the relaxation time
relative to the rattling of the particles inside the “cage” formed by the
neighbor particles, and tα, the time over which these cages relax.
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An example of this double-time decay reported in the literature
[64, 65] is shown in figure 22: the correlation functions were measured
on a high concentration PMMA suspension by means of DLS. In this
situation the decay of the correlation function is described by a double
exponential, characterized by two q-dependent diffusion coefficients
Ds(q) and Dl(q), for the short- and long-time relaxations:
g(1)(q, t) = Ae−Ds(q)q
2t + (1−A)e−Dl(q)q
2t, (7.12)
that correspond respectively to the β and α relaxations predicted by
the mode-coupling theory for the glass transition.
The double-time decay of g(1)(q, t) was also observed by us [62]
by means of X-ray Photon Correlation Spectroscopy (XPCS), and it
is displayed in figure 23. Several suspensions of sterically stabilized
PMMA nanoparticles (90nm) - interacting with an hard-sphere repul-
sive potential- in cis-decalin were prepared, with concentration rang-
ing within Φ = 11% and Φ = 50%. Correlation functions were mea-
sured for several values of q; at low concentration g(1)(q, t) decay as
a simple exponential, while at high concentration a second relaxation
time is observed. Morevoer, in high concentration colloids the diffu-
sion coefficients are not constant over q anymore. The q-dependence
of the diffusion coefficients is related both to the static structure of
the suspension and to the hydrodynamic interactions.
When studying arrested systems -as polymeric systems, gels or
glasses- characterized by soft or even weakly-attractive interaction
potentials, the increase of concentration (or a decrease of the temper-
ature) may lead to arrested states. In this case, the exponential decay
of the correlation functions assume a more complex behavior, which
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Figure 23: correlation function g(1)(q, t) measured on two colloidal suspen-
sion of PMMA particles (R = 89nm) in cis-decalin, at volume
fraction a) 11% and b) 50% [62].
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is usually empirically described in the literature using the Kolraush-
William-Watts (KWW) functional form:
g(2)(q, t) = 1+βe−2(t/τ)
γ
(7.13)
Here γ is often called compression exponent. In this case, particular
care has to be paid into the investigation of the q-dependencies of
γ, β and τ. On the other hand, an exponent γ < 1 is commonly
associated with the presence of a distribution of relaxation times, in
a generalization of equation 7.12.
A τ ∝ q−1 scaling, accompanied by compressed exponential decays
(i.e. γ > 1) has been measured by XPCS in a wide variety of materials
[26], including both colloidal gels [68, 69, 26] and repulsive compact
arrangements of soft elastic spheres [70], emulsion droplets [71], and
Laponite [72] systems.
The τ ∝ q−1 scaling suggests that the slow dynamics may be of bal-
listic nature, in the sense that the average MSD grows as time squared.
It has been proposed [68, 70, 71] that the dynamics could be due
to randomly distributed stress sources within the sample, whose re-
sponse mimics that of an elastic solid. The origin of this dynamics
has been related, in colloidal samples, to a series of intermittent re-
arrangement of larger or smaller volumes [26]. The size of these vol-
umes may be estimated by some “crossover” exchanged momentum
q at which the compression exponent γ varies from 1 to 1.5; however,
the situation is much less clear for polymeric systems. These results,
in particular the γ > 1 compressed exponentials, are somehow unex-
pected, as one would imagine a stretched -slower than exponential-
decay for a system undergoing dynamical arrest.
Another model that better describes the results experimentally found
during this project is described in the following section.
7.3 the bouchaud-pitard model
A model proposed by J.-P. Bouchaud and E. Pitard [73] calculates the
dynamic structure factor of a generic elastic solid characterized by
micro-collapses appearing randomly -in both space and time- in the
system structure. These collapses generate mechanical force dipoles.
In an ideal elastic colloidal gel sample, the structure of the system
rearranges locally when particles tend to collapse one against each
other, generating a field of mechanical stresses.
The model predicts that correlation functions describing the rear-
ranging dynamics of this system decay as compressed exponentials,
with compression exponent γ = 1.5, when the relaxation time τ is
much faster than the time scales of the collapses θ. For larger val-
ues of τ a decay of the compression exponent to γ = 54 is predicted
by the model. This dependence of the compression exponent is ac-
companied by a linear proportionality of the relaxation time τ to the
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inverse of the exchanged momentum - τ ∝ q−1, while on the contrary
τ ∝ q−2 for Brownian motion. A similar behavior has been found in
a variety of arrested systems [26], e.g. in oil nanoemulsion [74], in
aqueous colloidal polystyrene gels [68],
As stated before, the model is build considering an elastic bulk
solid, characterized by a compressional elastic modulus. An interest-
ing proportionality between the relaxation time and the elastic mod-
ulus,
τ ∝ E
is predicted for the slow dynamics of the sample. The article of Bouchaud
and Pitard imply that analogous results should hold even for a sys-
tem characterized by an elastic shear modulus, though a theoretical
demonstration of this conclusion is not given.
7.4 higher order correlation functions and heteroge-
neous dynamics
In recent years, research has been focused on the investigation of the
dynamics of disordered soft systems, like foams, concentrated col-
loidal suspensions of hard and soft spheres. The correlation functions
measured by XPCS experiments on these samples usually differ from
the simple exponential behavior observed in Brownian dynamics. The
dynamics is often not stationary, characterized by aging processes
that slow down the dynamics toward arrest. Moreover, the internal
fluctuations of the systems may present dynamical heterogeneities
[75, 26], like distinct domains showing different dynamical regimes
or avalanche-like rearranging events.
Higher order correlation functions offer a tool to investigate the
complex dynamics of disordered systems,in which dynamic proper-
ties change in time, with the sample undergoing a process of aging,
where the temporal invariance is broken. Information on such com-
plex aspects of the dynamics is unavailable with an approach that
involves only intensity autocorrelation functions. This new approach
has been made possible thanks to the development of fast and accu-
rate 2d array of detectors, like CCD for DLS experiments.
7.4.1 Aging
Informations on the aging evolution of the out-of-equilibrium dynam-
ics can be obtained using the so-called two-times correlation function,
as first proposed in [76]:
C(q, t1, t2) =
〈I(q, t1)I(q, t2)〉
〈I(q, t1)〉 〈I(q, t2)〉 . (7.14)
Here, the averages are performed over the ensemble of the detector
pixels characterized by the same exchanged momentum q. The func-
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tion has its maximum along the diagonal (t1 = t2), decaying to one
as the time lag τ˜ = |t2 − t1| increases. If the contour lines are paral-
lel to the diagonal, the sample does not present aging dynamics on
the time scale investigated. On the contrary, a divergence of the con-
tour lines from the parallel with the diagonal denotes aging. This is
illustrated in the following examples.
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Figure 24: two-times correlation function measured a) on a Langmuir film of
colloidal gold nanoparticles at concentration Φ = 69%; b) on mul-
tilayers of a photosensitive azopolymer photoperturbated with
UV light. These results will be further discussed in the following
chapters.
The two-times correlation function reported in figure 24a was mea-
sured on a Langmuir monolayer of colloidal gold nanoparticles at
surface concentration Φ = 0.69%. At fixed experimental time tage =
|t1+t2|
2 , the decay along t represent the correlation function recorded
at that specific aging of the sample. Since the mean characteristic time
does not change during the experiment -as represented by the con-
tour lines parallel to the diagonal - the two-times correlation function
corresponds to equilibrium dynamics. On the contrary, the two-times
correlation function reported in figure 24b, measured on multilay-
ers of a photosensitive azopolymer photoperturbated with UV light,
shows an evolution of the dynamics towards slower relaxation times;
the contour lines are not parallel to the main diagonal, and they di-
verge as the experimental time increases. We have shown that an eval-
uation of non-equilibrium effects of the dynamics, impossible to be
performed with intensity-intensity out of equilibrium dynamics, is
obtained with two-times correlation functions instead.
7.4.2 Dynamical heterogeneity
Using the two-times correlation functions as a starting point, after
having characterized aging phenomena, it is possible to study the
temporal dynamical heterogeneity present in the sample in equilib-
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rium conditions, e. g. due to multiple relaxation time scales connected
to the presence of cooperatively moving regions.
A first investigation tool is the variance χ(q; τ˜) of the two-times
correlation function:
χ(q; τ˜) =
〈
C(tage, τ˜)2
〉
tage
− 〈C(tage, τ˜)〉2tage (7.15)
where tage = |t1+ t2|/2 and τ˜ = |t2− t1| grows respectively along the
main diagonal and the main antidiagonal. This function, also known
as dynamical susceptibility, quantifies the amplitude of the fluctuations
of the two-times correlation function, as a function of the experimen-
tal time tage.
A peak in χ(q; τ˜) is usually associated in the literature with the
presence of heterogeneous dynamics, taking place on a time scale
identified by the time position of such peak. Further investigation
requires the measurement of the q-dependencies of the position and
of the intensity of the peak of χ.
An example of analysis of the aging of an arrested system using
χ is reported in figure 25. Silica colloidal particles (R = 22nm) were
suspended in a cis-decalin solution of polystyrene, for a resulting con-
centration Φ = 33%; the presence of the polymer creates a depletion
attraction among the colloids that arrest the dynamics of the sample.
χ shows a peak, indicating that the dynamics of the sample is het-
erogeneous. Moreover, the position of the peak shifts toward slower
times as the sample ages, while on the contrary the intensity of the
peak is unchanged, meaning that the degree of heterogeneity is not
altered by the aging process.
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Figure 6. Normalized variance of the instantaneous correlations for the same gel as
in Fig. 3 as a function of delay time for waiting times td = 1400 s (red circles), 3400 s
(blue squares), 7000 s (green triangles), and 14000 s (black diamonds).
the hyper-diffusive dynamics in dilute gels observed with DLS [26]. However, it is similar
to the magnitudes observed in other dense colloidal systems with XPCS [32, 33, 34].
Given this small magnitude, we note that the results should be viewed with caution,
particularly since the aging of the system will lead a variance in the instantaneous
correlations irrespective of any dynamic heterogeneity. Specifically, calculation of the
variance resulting from a linear increase in correlation time during the duration of
each measurement, 0 < t < td/10, indicates that a smooth evolution in dynamics
due to aging contributes as much as half of the total variance shown in Fig. 6. While
protocols to correct χ(Q, t) for such contributions from aging have been implemented
in other cases [34], here we are interested in observing how the variance evolves with
waiting time. Therefore, we simply hold the measurement time fixed at a same small
fraction of the waiting time, td/10, to obtain a “snapshot” at each waiting time with
the assumption that the resulting contribution to the variance from aging at all waiting
times is consequently also the same.
Figure 7 shows the resulting magnitude of the peak in the variance χ∗ as a function
of td. As the figure illustrates, the magnitude shows no systematic variation with
waiting time, suggesting that the degree of heterogeneity of the dynamics remains
largely unchanged as the system ages despite the dramatically slowing dynamics. In
terms of the microscopic picture that associates the hyper-diffusive motion with strain
in response to local heterogeneous stress, this observation appears to constrain the
processes underlying the aging. Specifically, within this picture the increase in τc with
increasing td corresponds to a decrease in the characteristic strain velocity [28]. One
Figure 25: Varianc χ f conce trated depleti n gel [77, 75], measured
for several values of the aging time tage = 1400s (red circles),
3400s (blue squares), 7000s (green triangles), and 14000s (black
diamonds).
The analysis of the dynamical susceptibility χ gives an averaged
(along t ge) inform tion on the dynamical heteroge eity of the sam-
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ple. To allow the discrimination of intermittent processes from contin-
uous dynamics, in particular the slow dynamics of arrested systems,
a more general tool has to be introduced: the four-times correlation
function [26]. It is defined as
g(4)(q; t, τ˜) = 〈I(q; t1) I(q; t1 + τ˜) I(q; t1 + t) I(q; t1 + t+ τ˜)〉 (7.16)
where the averages are performed over t1. This function is the tempo-
ral analogous of the four-points correlation function commonly found
in simulations and theoretical works on arrested systems [26, 78] in-
vestigated into the real space.
Commonly, the experimental analysis is limited to the calculation
of the variance χ, given the demanding signal-to-noise ratio necessary
for the measurement of the four-time correlation function g(4)(q; t, τ˜).
In this project, we have been able to measure g(4)(q; t)-for the first
time by means of XPCS- on a 2d colloidal sample, a Langmuir film of
gold nanoparticles.
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X - R AY P H O T O N C O R R E L AT I O N S P E C T R O S C O P Y
X-rays speckle patterns have been observed for the first time in 1991
[79], measuring the diffuse (001) peak from an ordered single crys-
tal of Cu3Au, a crystal containing random arrangement of domains
given by the four different ways in which the single unit can occupy
a lattice site. This result demonstrated that dynamic light scattering
experiments using X-rays were possible; the technique is named XPCS.
XPCS has gained attention in the last 15 years for its unique capa-
bilities of investigation of the slow motions of arrested soft matter; it
can be briefly described as the analogous of DLS using X-ray, though
it presents several advantages over DLS:
• it is possible to study matter on the interatomic length scale,
since it is possible to reach higher values of the exchanged mo-
mentum q;
• it is possible to study optically opaque samples, since multiple
scattering, one of the main difficulties in DLS, is negligible.
With visible light, coherence is obtained using a laser source. As an-
ticipated in the previous chapter, aside of X-ray Free Electron Lasers,
every other X-ray source emits transversely incoherent light. In this
case, as for X-ray undulators, coherence is obtained from an highly
collimated and monochromatic beam by using micron-sized pinholes:
in this case the intensity of coherent light is directly proportional to
the brilliance of the source. Currently, XPCS is currently feasible at
third generation synchrotrons, since they produce X-rays beams sev-
eral order of magnitudes more intense than the ones produced by
smaller synchrotrons or laboratory sources. The XPCS experiments de-
scribed in this work were performed using partially coherent X-rays
at the ID10A beamline Tröika at the European Synchrotron Radiation
Facility (ESRF), a leading laboratory that significantly contributed to
the development of this relatively new technique.
During XPCS experiments at ID10A, a single bounce Si(111) crystal
monochromator was used to select 8keV X rays, corresponding to a
wavelength λ ' 1.5Å; the beam is characterized by a relative band-
width ∆E/E ' 1.4 10−4. An estimation of the coherence lengths is
obtained from equations 7.1:
ll ' 2 · 1.5Å
1.4 10−4
' 1µm
lt ' 1.5Å · 46m
2 · 300µm ' 10µm
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A flux of coherent monochromatic x-rays photons higher than 109 phsec
is obtained using a 10x10µm2 pinhole, for a electron current of 100mA
injected in the storage ring of the synchrotron; the size of the pinhole
is comparable to the transverse coherence area l2t . A maximum (but
transversely incoherent) flux of 5 · 1013 phsec is achieved in the same
conditions if the pinhole is removed.
A demonstration that synchrotron radiation is characterized by suf-
ficient coherence, despite being generated by an incoherent source, is
the measurement of Fraunhofer diffraction pattern of a pinhole, as
reported in figure (26).
Figure 26: Fraunhofer diffraction from a, 2.5µm and b, 5µm diameter pin-
holes [79].
During the experiments, a set of guard slits was placed just up-
stream of the sample to block the parasitic scattering due to Fraun-
hofer diffraction from the beam-defining slit.
The scattering from the sample was usually recorded by a 2d array
of detectors (Medipix [80]). It consists of 256x256 detectors (pixels)
each of 55× 55µm2 area, and it is located 2 meters downstream of
the sample. In the reciprocal space, this setup corresponds to an acces-
sible exchanged momentum q ranging from 0.005 to 0.2nm−1. This
detector is capable of acquiring up to 1000 frames per second. For
measurements of dynamics characterized by timescales down to tens
of nanosecond, i.e. capillary waves from water surface, an Avalanche
Photo-Diode (APD) was employed, in combination with a fast, high
resolution, multiple-tau digital correlator Flex01-08D1, with a mini-
mum sample time of 8ns and 1088 real-time channels.
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Figure 27: Sketch of the beamline setup used for XPCS measurements on
deposited multilayers. Iso-q rings are indicated by lighter circular
strips.
8.1 peculiarities of xpcs experiments on deposited mul-
tilayers
During this project, XPCS measurements have been performed on
multilayers of azopolymer transferred on silicon substrate, using a
pseudo-GISAXS reflection geometry. The 10× 10µm2 size beam was
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Figure 28: (a) Sample chamber used for XPCS measurements on deposited
multilayers. The sample is fixed vertically on the aluminum ring,
and it may be illuminated with UV or Blue light frontally. (b) Sim-
ulation of grazing incidence reflection from silicon, that shows
total reflection for incident angles a < 0.21◦.
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directed towards the sample with a grazing incident angle a = 0.15◦,
below the total reflection angle of silicon a = 0.21◦ (see figure 28b).
Therefore, a total surface of size
10µm× 10µm
sin(0.15◦)
= 10µm× 3.8mm = 3.8 104µm2
is probed by the X-ray beam.
Multilayer samples were prepared by deposition of an high num-
ber (greater than 50) of Langmuir-Schaeffer layers of polymer, for a
total thickness greater than 100nm. This can still be considered a 3d
sample, however a complete and uniform photoperturbation of the
sample is now much more feasible.
The sample holder was covered by a steel cap, equipped kapton
windows. The UV (λ = 395nm) and blue light (λ = 480nm) LED
arrays2 were fixed frontally, with respect to the sample, on a cus-
tom made vacuum flange. Rotative pump vacuum was continuously
maintained during measurements.
The sample chamber was equipped with an heating resistor, con-
nected to a Lakeshore temperature controller, so that temperatures
up to T = 100◦C could be easily kept constant within 0.1◦C accuracy.
The Medipix pixels located around the reflected were divided into
rings, each of them identified by the same exchanged momentum, in
analogy with a common SAXS experiment, as indicated in figure 27.
Pixels located too close to the beamstop were excluded. XPCS analysis
was then conducted using an adapted Matlab version of the software
correlator developed by the ID10A staff.
8.2 measurement at the air/water interface
A similar experimental geometry was used also for XPCS measure-
ments at the air/water interface. The sample chamber was replaced
by a custom made Langmuir trough, fixed to the beamline spectrom-
eter through a anti-vibration table. The Langmuir trough (figure 29)
has a single teflon barrier, and it is controlled by R&K3 hardware. The
total area can be varied in the range 106− 686.6 cm2.
The trough is relatively large, to minimize meniscus effect on the
scattered signal, but this imply a relatively low compression ratio
3 : 1. The water level has been adjusted so that a very small -almost
absent- meniscus is present. Finally, the Langmuir setup is completed
by a Wilhelmy balance by NIMA. The whole apparatus is covered by
a plexiglas cap equipped with kapton windows: Helium is continu-
ously flushed in the chamber, reducing the parasitic scattering from
air and providing a controlled atmosphere that contributes to mini-
mize radiation damage on the sample.
2 Roithner LaserTechnik GmbH, Wien, A
3 Riegler & Kirstein GmbH, Potsdam, DE
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(a) (b)
Figure 29: Photos of the Langmuir trough used for XPCS measurements at
the air/water interface.
The X-ray beam (size 10 × 10µm2) is directed towards the water
surface with an angle a = 0.12◦, leading to a total footprint
10µm× 10µm
sin(0.12◦)
= 10µm× 4.7mm = 4.7 104µm2.
The position of the X-ray spot on the sample has to be frequently
checked, to ensure that it is located in the center of the trough, where
the water surface is flat.
Again, the detector has been positioned in correspondence of the
reflected beam. The pixels are grouped into square groups, each of
them identified by two components of the exchanged momentum, q||
and q⊥, respectively parallel and perpendicular to the water surface,
as indicated in figure 30. The diffraction pattern arising from a Lang-
muir film is anisotropic, hence the pixels that compose the detector
Langmuir trough
Defining
slits
Beam stop 2D detector
a
q
q
Guard
slits
Figure 30: Sketch of the beamline setup used for XPCS measurements at the
air/water interface.
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area are divided into a grid of squares. Each square is then character-
ized by a parallel and a perpendicular component of the exchanged
momentum, q|| and q⊥.
Part IV
S T U D I E D S Y S T E M S :
A ) F I L M S O F A P H O T O S E N S I T I V E
A Z O P O LY M E R
Mechanical properties and internal dynamics of molecu-
lar layers of photosensitive polymers are measured. The
effects of UV-blue light photoperturbations are analyzed,
with particular regards to photoinduced out-of-equilibrium
states.

9
A P H O T O S E N S I T I V E G L A S S - F O R M E R
Azobenzene is a chromophore molecule consisting in two phenyl
rings connected by the azo linkage (-N=N-). It presents two distinct
isomers, indicated respectively as trans and cis (shown in figure 31a).
The trans isomer is 0.99nm long and electrically neutral, while the cis
isomer has a length of 0.55nm and presents a molecular dipole of 3.1
Debye units. The UV-Vis absorption spectra of the two isomers are
significantly different: in particular, the trans isomer spectrum shows
an absorption peak in the near-UV region, that is not present in the
spectrum of the cis isomer.
(a) (b)
Figure 31: a) Cis and trans isomers of the azobenzene; b) Simplified model
of the azobenzene state model. The trans isomer is the thermally
stable form, while the switching to the cis isomer is induced by
UV photoperturbation [81].
The most interesting feature shown by azobenzene is the efficient
photochemical isomerization induced by the absorption of a photon
[81, 82]. Figure 31b reports a scheme of the energetic states of the
two azobenzene isomers; at first, we note that the trans isomer is
thermodynamically favored, presenting an energy about 50kJ/mol
lower than the cis isomer. Upon illumination of trans azobenzene with
UV light, where its absorption spectrum shows a peak, the trans-
to-cis transition is induced, with quantum yield (photoisomerized
molecules per photon absorbed) Φt. On the contrary, a photon with
wavelength in the cis absorption band (blue light, λ ' 450nm) may
trigger the reverse cis-to-trans transition with quantum yield Φc. The
photoinduced transitions between trans and cis states are completely
reversible, without the formation of side products even after innu-
merable isomerization cycles. Furthermore, the energetically-favorite
trans isomer is thermally recovered with rate k. This thermal isomer-
ization presents an energy barrier of 90kJ/mol. Summarizing these
consideration, it can be noted that:
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• upon illumination with UV light, the cis-to-trans transition is in-
duced. It competes with the thermal recovery of the trans isomer.
Therefore, the steady-state population of cis and trans isomers
depends on the quantum yield Φt and the thermal relaxation
rate k, although the cis isomer is commonly favored.
• irradiation with blue light pumps both cis and trans configura-
tions with roughly the same efficiency, yielding a continuous cy-
cling of the azobenzene molecules between the two states. The
steady-state trans/cis population ratio will depend on Φc, Φt
and k.
The applicative use of photoisomerization to produce molecular ac-
tuator was first proposed by de Gennes [83], and since then a wide lit-
erature flourished. The trans-cis isomerization has been used to mod-
ulate or trigger a desired property in many azobenzene-containing
polymers or supramolecular assemblies that contained it. Among the
properties modulated by the photoinduced transition of the azoben-
zene group, we evidence
- molecular photoinduced birefringence[84],
- photo-expansion of molecular layers[85],
- photoinduced changes in the viscoelastic response [86, 87, 88].
These remarkable features are linked to the severe photoinduced mod-
ification of the polymeric matrices or organized structures (liquid
crystalline assemblies or Langmuir films) formed by azobenzene based
molecules. These modifications take place on (and above) the spatial
scale of the domains of the system [82] -with collective simultaneous
reorganization upon photoperturbation- and on the temporal scale of
tens of seconds.
In this work, attention will be focused on photoinduced effects
on polymeric viscoelasticity. A work by Ketner et al. [89] revealed
the remarkable potential of aqueous micellar solutions, whose vis-
cosity can be reduced by more than four orders of magnitude upon
UV exposure. The limiting factor in that study was the irreversible
character of the transformation; however, in a recent study [88] the
authors demonstrated reversible rheological property changes in an
azo-containing siloxane polymer backbone. These properties are of
particular interest for light-activated damping mechanisms, actuable
armor, and related applications in fields such as robotics and sensors.
9.1 pa4 , a side-chain azopolymer
The azobenzene-based sample under investigation in this project is a
side-chain, liquid-crystal homopolymer, Poly[[4 − pentyloxy − 3 ′ −
methyl− 4 ′(6− acryloxyexyloxy)]azobenzene], hence named PA4.
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PA4 contains the azobenzene moiety in its lateral chains. Its chemical
formula is reported in figure 32.
In this particular polymer, azobenzene is connected to the main
chain by a flexible chain consisting of 6 groups CH2; another chain is
attached after the azobenzene group to increase the chain length. The
length of these spacers was chosen in order to reach an equilibrium
between two competing needs:
- to decouple the side chain from the main chain, so that the pho-
tosensitivity of the molecule is enhanced;
- to bound side and main chain strongly enough to form large
and stable domains.
The conformation of the azobenzene containing side chain can be
changed by UV and visible light illumination.
PA4 is characterized by a glass transition temperature Tg = 21◦C,
above which a nematic phase is formed. This phase persists up to a
clearing temperature Tc ' 90◦C [90].
This part will focus on:
• the preliminary characterization of Langmuir layers of PA4 in
different illumination conditions, measuring
– its UV-Vis absorption spectrum;
– the surface pressure - area isotherms;
– the glass transition temperature Tg;
• the measurement of the mechanical properties of Langmuir films
of PA4, in particular the out-of-equilibrium photoinduced ef-
fects on the response;
• the measurement of the internal dynamics of PA4, by means of
XPCS on deposited multilayers.
Figure 32: Two monomeric units of PA4. Note the azobenzene group in the
side chain.
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Figure 33: UV-visible light absorbance spectra of PA4, in dark and under UV
light photoperturbation.
The UV-visible absorbance spectra measured on PA4 in different
illumination conditions are reported in figure 33. In thermal equilib-
rium and in absence of illumination, the absorption spectrum of PA4
shows trans-azobenzene’s pronounced absorbance peak in the near-
UV region of the spectrum. After UV photoperturbation with light at
395nm, the absorption spectrum presents a much weaker peak in the
UV region, while a peak centered at 450nm appears. In every mea-
surement reported in this chapter, the trans-to-cis transition of PA4 is
induced through illumination with UV light at λ = 395nm, while the
trans-cis configuration cycling is obtained via illumination with light
at λ = 480nm.
9.2 Π−a isotherms
Monolayers of PA4 were formed at the air/water interfaces using the
Langmuir trough apparatus described in chapter 2. A 0 .33mg/ml
benzene/hexane 2:1 solution of PA4 was spread on high purity water;
then, the surface area A of the trough is slowly reduced by closing
the teflon barriers, while the surface pressure Π is measured.
This measurement was repeated in dark and under UV illumina-
tion, at room temperature: results are shown in figure 34. In the first
case, the isotherm presents a steep increase in the surface pressure
at a reduced area A ' 40Å/mol. Under UV photoperturbation the
isotherm shows a constant but weak increase in surface pressure stat-
ing from A ' 90Å/mol. The two isotherms intersect at a surface
pressure Π = 10mN/m; in other words, in correspondence of this
value of the surface pressure PA4 films in cis and trans configurations
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have roughly the same area per molecule. This value of Π was there-
fore chosen as the working surface pressure for all the subsequently
measurements of the out-of-equilibrium properties of PA4 films, be-
cause it minimizes eventual macroscopic transfers of matter due to
photoinduced gradients of pressure.
9.3 photoinduced changes of the glass-transition tem-
perature
This section reports a null-ellipsometry experiment performed to de-
termine the changes in the glass transition temperature of PA4 due
to photoperturbation with UV (395nm) and blue (480nm) light. The
glass transition temperature is measured, in the different illumination
conditions, by monitoring the thickness of multilayers of PA4 on sili-
con substrate as a function of temperature; Tg correspond roughly to
the point where rate of increase of thickness upon heating changes.
Similar experiments were performed in the past to measure the de-
pendence of the glass-transition temperature Tg as a function of the
number of deposited layers [91, 92, 93, 94]. In particular, interfacial
effects were found for a number of layers lower than 4; since we are
not interest in the investigation of these effects, our samples consisted
on a higher number of layers.
By means of layer-by-layer Langmuir Schaeffer deposition, either
25 or 50 layers of PA4 were transferred on silicon surfaces. The inter-
facial layer was formed by spreading the PA4 solution at the air/wa-
ter interface as described in the previous section, followed by a slow
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Figure 34: Surface pressure - Area isotherms of PA4 monolayers in thermal
equilibrium, in dark and under UV illumination.
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compression, reaching the deposition surface pressure Π = 10mN/m,
at constant temperature T = 24◦C. Deposition was performed with
minimum ambient light, to avoid unnecessary photoperturbation of
the sample. Deposited multilayers were left to equilibrate, prior to
characterization, for 12 - 24 hours at room temperature.
Null-ellipsometry measurements were performed at incident angle
α = 70◦ with a He-Ne laser (λ = 632.8nm). The sample was placed on
a Peltier device in cooling/heating mode, controlled by an Eurotherm
PID controller equipped with a K-type thermocouple. A thin layer of
thermo-conducting paste was interposed between the silicon wafer
and the Peltier itself, to ensure proper thermal exchange. The temper-
ature of the sample was determined with 0.1◦C accuracy. The sample
was heated well above the expected value for Tg, but below the clear-
ing temperature. The temperature was the diminished at a very slow
rate, 14K/hour, while the ellipsometric angles ∆ and Ψ were mea-
sured. A measurement performed in dark conditions is reported in
figure 35.
From ∆(T) and Ψ(T), the temperature dependence of the thickness
d of the multilayer is obtained; results are reported in figure 36 for
the three illumination conditions investigated: thermal equilibrium in
dark and photoperturbation with UV and blue lights. The thickness
d measured in each condition was normalized by dividing it with
its value measured at T = 50◦C. The curves show a change of slope,
whose position indicates the glass transition temperature Tg. Data
were fitted with lines in the regions above and below the point of
slope change. Parallel lines are used in the three different illumination
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Figure 35: Temperature dependence of the ellipsometric angles ∆ (red line)
and Ψ (blue line) measured on a sample consisting of 25 PA4
layers transferred on silicon, without photoperturbation.
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Figure 36: Temperature dependence of the thickness of a multilayer sample
of PA4 deposited on silicon, in different illumination conditions
(thick lines), normalized to the value measured or inferred at T =
50◦C. Thin black lines represents the linear fits described in the
text.
dark 27± 2◦C
UV light 19.8± 1◦C
Blue light 39± 2◦C
Table 2: Glass transition temperature Tg determined with null-ellipsometry
in dark and under UV and blue lights photoperturbation.
conditions. The value of Tg correspond to the temperature at which
the two lines intersects: values are reported in table 2.
Considering the result in absence of photoperturbation, it has to be
noted that the value of the glass transition temperature measured
on multilayers transferred on silicon differs significantly from the
value measured in bulk [95], Tg = 21◦C. This difference can be as-
cribed to the fact that the present measurements were conducted on
deposited multilayers, and not in bulk; therefore, we consider the rel-
ative changes of Tg induced by photoperturbation, reported in table
3.
∆Tg/Tg (dark)
UV light −2%
Blue light 3%
Table 3: Relative changes in the glass transition temperature Tg induced by
UV and blue lights photoperturbation.
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These changes in the glass transition temperature of PA4 may be
imputed to the conformational changes due to the variation of the
trans/cis population. The illumination with UV light folds the side
chains of the polymer, thus reducing the entanglements in the poly-
mer matrix and leading to an higher value of Tg. On the contrary, the
cis-trans cycling isomerization induced by irradiation with blue light
may cause a reorganization that leads to a more energetically stable
state, characterized by lower Tg.
9.4 multilayers deposited on silicon
The investigation of the mechanical shear response of PA4 is per-
formed at the air/water interface. The demanding signal-to-noise
ratio requirements of XPCS experiments required for these measure-
ments, on the contrary, the use of multilayers deposited on silicon.
The samples consisted of 75 molecular layers (at surface pressure
Π = 10mN/m) transferred on a silicon substrate by means of the
Langmuir-Schaeffer technique. The thickness of each individual mono-
layer was found to be about 2nm, which gives a total sample thick-
ness of 150nm.
A typical AFM image of a monolayer of PA4 [85] is reported in
figure 37. Though the deposition of a single layer results in an ev-
ident structural heterogeneity, the successive transfer of Langmuir-
Schaeffer results in a overall homogeneous sample.
The homogeneity of their surface was extensively characterized by
null-ellipsometry, AFM, and SEM. The null-ellipsometry characteriza-
tion of the surface retrieves a typical surface roughness of 1nm, in
excellent agreement with the typical values previously reported for
films of this polymer [94, 96].
Figure 37: AFM image of a film of PA4 (Π = 15mN/m) transferred on sili-
con substrate [85]. The horizontal scale is 6× 6µm2 , the vertical
contrast scale is 8nm.
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PA 4
The observed changes in the glass transition temperature of PA4 in-
dicates a change in the microscopic structure of the sample; this may
lead to analogous variations in the viscosity of PA4 Langmuir mono-
layers. Using the interfacial shear rheometer described in section 4,
the rheological properties of Langmuir monolayers of PA4 were in-
vestigated at different temperatures, and under several illumination
conditions. In this section we report results observed in equilibrium.
The Langmuir monolayer is formed as usual, spreading a 0.33mg/ml
benzene/hexane 2:1 solution of PA4 on high purity water. The area
of the Langmuir trough is then reduced to reach a surface pressure
Π = 10mN/m, at which measurements are performed.
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Figure 38: Angular frequency dependence of the dynamic shear moduli G ′
(squares) andG ′′ (circles) measured on PA4 in trans configuration
(filled points) and under UV illumination (1.5mW/cm2, empty
symbols).
Figure 38 reports the angular frequency dependence of G ′ and G ′′,
in dark and under UV light (P = 1.5mW/cm2). In both illumination
conditions G ′ and G ′′ show a very weak -almost absent- frequency
dependence. On the contrary, UV illumination varies the loss factor
tan δ: trans PA4 is mainly elastic, having a loss factor tan(δ) roughly
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equal to 0.2, while cis PA4 shows a viscoelastic behavior, with a value
of the loss factor close to unity.
Figure 39 reports the variation of the mechanical response of a
Langmuir film of PA4 under UV illumination, with power density
ranging from 0 to 1.5mW/cm2. Measurements were performed at
constant frequency (ω = 3.14rad/s),
Since the trans configuration of the azobenzene moiety in the side
chains is induced by thermal agitation, constant UV illumination has
to be maintained during the measurement. An equilibrium between
the competing trans-to-cis and cis-to-trans mechanisms, induced re-
spectively by UV light and thermal agitation, is reached; therefore,
the mechanical properties observed depend on both temperature and
UV illumination power density.
Having determined the illumination conditions that ensure the reach-
ing of a stable cis state, we characterize the temperature evolution of
the mechanical properties of both the trans and the cis PA4 Lang-
muir monolayers. At temperatures ranging from 19◦C to 36◦C, sev-
eral measurements of the frequency dependence of G ′ and G ′′ were
performed. The surface tension of the film was kept constant at Π =
10mN/m. Given the weak frequency dependence of both G ′ and G ′′,
we consider data taken at a single frequency (ω = 3.14rad/s). Mea-
surements performed with the ISR apparatus were compared with
analogous measurements performed with a CIR-100 oscillating ring
rheometer and by means of the oscillating barriers technique, founding
complete agreement in the the results.
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Figure 39: Evolution of the dynamic shear moduli G ′ and G ′′ as a function
of the UV power density on the sample.
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Figure 40 report the Arrhenius plot of the temperature evolution of
the 2d viscosity |η| = |G|/ω for PA4 in trans configuration and after
5 minutes of UV exposure at high power density. These illumination
conditions ensure the reaching of an equilibrium cis configuration, as
demonstrated in the previous measurements.
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Figure 40: Shear viscosity |η| measured at constant frequency (ω = 2pirad/s)
and at several temperature using several different techniques
in equilibrium (Black and empty symbols) and after UV photo-
perturbation (yellow triangles). Data are compared with the VFT
laws described in the text (dashed lines).The vertical continu-
ous lines represent the glass transition temperatures measured
by null-ellipsometry.
The temperature dependencies of the viscosity η, for PA4 both in its
trans or cis states, are compatible with a Vogel-Fulcher-Tamman (VFT)
exponential decay:
η = η∞ exp
(
TA
T − T0
)
. (10.1)
The temperature range probed is small, because of the huge water-
evaporation problems that occur during a Langmuir experiment when
temperature is raised above 30 − 35◦C. Both the Vogel temperature
T0 and the activation temperature TA were therefore fixed to the val-
ues determined - in bulk PA4 in thermal equilibrium- by means of
Electron Paramagnetic Resonance (EPR) measurements [97] and then
confirmed by depolarized micro-Raman and Quartz Crystal Microbal-
ance experiments [98]. Therefore, the only remaining fit parameter is
η∞, determined via a χ2 minimization procedure. All the parameters
are reported in table 4.
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TA(K) T0(K) η∞(Ns/m)
dark 1270 237 (0.9± 0.1) · 10−15
UV light 1270 237 (0.3± 0.07) · 10−15
Table 4: VFT parameters T0, TA and η∞ measured for PA4 in trans and cis
configurations.
10.1 out-of-equilibrium response : reversibility
After having studied the mechanical response PA4 in equilibrium con-
dition in its cis and trans states, in this section the mechanical char-
acterization of the out-of-equilibrium transition processes is reported.
A Langmuir monolayer is formed in absence of illumination at Π =
10mN/m, following the procedure described in the previous sections.
An ISR measurement is started at constant frequency ω = 3.14rad/s.
Subsequently, while the PID controller of the Langmuir trough keeps
constant the surface pressure, the illumination conditions inside the
ISR apparatus are changed, alternatively illuminating the sample with
UV and Blue lights. The illumination power density in correspon-
dence of the film was roughly equal to P = 1.5mW/cm2, for UV
and blue lights. A fully reversible transition of the film between its
equilibrium states configuration is observed, tough it requires several
minutes to be completed.
A measurement is reported in figure 41. A reversible transition is
shown, although it seems evident that equilibrium states are not
reached. Despite this, a change of roughly one order of magnitude in
|G| is observed. While illumination with UV light makes the system
more fluid, as already verified with equilibrium measurements, we
note that illumination with blue light push the system towards a more
rigid state, with an higher dynamic shear modulus |G|. Since under
photoperturbation at this wavelength both cis-to-trans and trans-to-cis
isomerization processes have approximately the same efficiency, on
the macroscopic scale probed by ISR the film stiffens, because of the re-
duction of defects and grain boundaries comparable to that achieved
through a thermal annealing process.
To ensure a faster transition and the reaching of equilibrium values
in the different illumination conditions during the limited time-scale
over which a Langmuir layer is stable, the illumination power den-
sity provided by the light sources was raised to roughly 3mW/cm2:
then, a cis-trans-cis transition is measured at constant frequency (ω =
3.14Hz). In figure 42, the needle position during oscillations is re-
ported as a function of time. It is worth noting the huge reduction
of the oscillation amplitude d(t) caused by blue light photoperturba-
tion (from 50µm to ' 1µm, a value barely detectable with the current
experimental setup) as well as the complete recovery of the cis state
after UV light is turned on.
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Figure 41: Reversible transition of the dynamic shear modulus |G| during
photo-perturbation, measured at constant frequency ω = 3.14Hz
and at constant temperature T = 26◦C. Top panel: photoinduced
change in the needle oscillation amplitude. Bottom panel: pho-
toinduced reversible change in the dynamic shear modulus G.
Figure 43 reports the dynamic shear modulus |G| as a function
of time. The change in illumination from UV to blue light causes a
change of almost three orders of magnitude in the mechanical shear
response of the film: despite this, this huge change is completely re-
versible when the illumination is reverted back to UV light.
Inspection of figure 43 shows that the film illuminated by blue light
is characterized by a value of |G| larger than that of the all trans equi-
librium film, represented in the figure by the dash-dot red line. This
can be explained recalling the two effects of blue light on the azoben-
zene film: on one side it induces cis-to-trans isomerization, thus revert-
ing the effects of UV illumination, on the other side it also induces
resonant isomerization, due to the fact that both trans and cis isomers
have a comparable absorption at this wavelength, as shown in figure
33. The same effect is present also in the measurement reported in
figure 41. Therefore, resonant isomerization could be responsible of
the enhancement of azobenzene packing that induces a more com-
pact and stiff phase than that obtained in the completely trans film
obtained by formation and compression of the film in absence of illu-
mination.
If the time scale of the transitions is considered, we find that both
the two processes are completed in several tens of seconds, a time
scale far longer than that (tens of nanoseconds) required for the photo-
switching of the azobenzene moiety [84]. This long time scale is due
to the mesoscopic rearrangements occurring in the film structure, that
are responsible for the very different mechanical properties of the
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Figure 42: Needle oscillations in a PA4 film measured in different illumi-
nation conditions, at constant temperature T = 26◦C. Note the
complete reversibility of the oscillation amplitude change. The
vertical lines indicates the instants where the illumination condi-
tions were changed.
different states of the polymers. The two transitions are fitted with
two different phenomenological forms:
• the cis-trans cycling annealing process (Blue light photopertur-
bation) is fitted by an error function increase to a saturation
value:
|G(t)| ∝ erf
(
−
t
τ
)
=
2√
pi
∫−t/τ
0
e−s
2
ds
with a resulting characteristic time τ = 42s;
• the transition to the cis state (UV light photoperturbation) is
described as an exponential decrease of |G(t)|:
|G(t)| ∝ exp
(
−
t
τ
)
with a characteristic decay time τ = 17s;
Similar time scales were also found by XPCS on the same transitions
(see chapter 11), and by pump probe photoinduced birefringence on
molecular layers of the same polymer [90, 99]. The different analytical
shapes of the two kinetics can be explained as follows: in the fluid cis
film the presence of a small number of trans isomers has a negligible
effect, the modulus starts to build only when the trans concentration
grows above some threshold. In the stiff film obtained with blue light
photoperturbation, on the contrary, even a small concentration of cis
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Figure 43: Evolution of the dynamic shear modulus |G| during photo-
perturbation. Note the huge, but still reversible, change of
roughly three orders of magnitude.
molecules acts as plasticizer, thus being effective in fast reduction of
the shear modulus.
In figure 44 the loss factor tan(δ) is reported, showing a transi-
tion from a more viscous response towards a more elastic one during
blue light photoperturbation. Again, the change in the viscoelastic
response is completely reversible.
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Figure 44: Evolution of the loss factor tan(δ) during photo-perturbation. The
sample change from an elastic to a viscous response.
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PA 4
Internal dynamics of PA4 was measured by means of XPCS on Langmuir-
Schaeffer (LS) multilayers of PA4 transferred on silicon, using the ex-
perimental setup described in section 8.1.
Several measurements were performed in the temperature range
40− 90◦C, in dark and under UV and blue light illuminations.
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Figure 45: Normalized correlation functions
∣∣∣g(1)(q; t)∣∣∣2 measured at T =
62◦C and for several values of the exchanged momentum q, in
dark (a, c) and under UV illumination (b, d). Panels a) and b)
report the usual lin-log plot, while in panels c) and d) data are
reported in a log-lin plot to highlight the q-dependence of the
correlation functions.
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A proper waiting time was introduced, after the application of pho-
toperturbation, in order to ensure the reaching of equilibrium condi-
tions. Sets of 10000 frames each were collected, with a separation time
between frames of the order of 1− 5sec at low temperatures. The ex-
posure time of each frame was limited to 0.5 seconds by means of a
triggered shutter, in order to minimize beam damage effects on the
sample. At higher temperatures, the separation time between frames
was reduced, since the dynamics is faster in such conditions. There-
fore, the total measurement time ranged from 10 minutes up to a few
hours.
Correlation functions g(2)(q; t) were calculated for several values
of the exchanged momentum q in the range q = 0.05− 0.15nm−1. A
subset of correlation functions is reported in figures 45a-c (dark) and
45b-d (UV illumination). Each correlation function has been fitted
with the KWW exponential (equation 7.13) with all parameters left
free to vary.
In the subsequent analysis we heuristically rejected about 10% of
the data corresponding to the worst fits as measured by the χ2 test.
The extracted relaxation times τ are shown in figure 46 as a func-
tion of q for different temperatures, in dark -panel (a)- and under
UV illumination -panel(b). Power law fits τ ∝ q−1 are shown by the
continuous lines in the same figure 46.
Both the contrast β and the compression exponent γ are constant in
the limited q range investigated. In figure 47a the temperature evolu-
tion of γ is reported, in the different illumination conditions. At low
temperature, γ = 1.5; in other words, g(2)(q; t) is described by a com-
presses, faster-than-exponential decay. At high temperature, both in
dark and under UV light, the value of γ drops to values comparable
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Figure 46: Equilibrium relaxation time τ measured as a function of the ex-
changed momentum q and at several temperatures, in dark (a)
and under UV illumination (b).
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Figure 47: (a) Temperature and illumination dependence of the compression
exponent γ. Dashed lines a re a guide to the eye. (b) Exponent n
which describes the power law dependence of the relaxation time,
measured for several illumination conditions and temperatures.
with 1, meaning the g(2)(q; t) decays a simple exponential. The expo-
nent n obtained by the power law fits of the relaxation times τ ∝ q−1
is reported as a function of temperature in figure 47b. In all the illumi-
nation conditions and temperatures investigated, n is roughly equal
to unity, compatibly with the experimental errors.
These results can be interpreted within the Bouchaud-Pitard model
(see chapter 7.3), built to describe the microscopic motion of systems
characterized by an elastic mechanical response, such as PA4. Let’s
recall that the model predicts τ ∝ q−1 along with a crossover in the
compression exponent from gamma = 3/2 to γ = 5/4 at some char-
acteristic time scale τq. We assume τq to be temperature dependent
and to decrease upon heating following the temperature dependence
of the viscosity; this could explain why the decay is observed as a
function of temperatures. Moreover, we interpret our experimental
result of the decrease of τq upon heating above T = 80◦C for PA4 in
absence of illumination, and above T = 65◦C for PA4 in the cis, UV
induced state, as support for such a crossover.
At the same temperature, relaxation times measured with the sam-
ple illuminated by UV light are sensibly faster than the ones mea-
sured in dark. In particular, figure 48a shows that the ratio of relax-
ation times measured under UV light and in dark, τUV/τDark, is
constant at all temperatures and equal to 0.2. This result is consistent
with the reduction in the shear viscosity observed on the macroscopic
scale by means of ISR, although on monolayers at the air/water inter-
face. More surprisingly, the ratio τBlue/τDark measured at T = 42◦C
is equal to 0.1, meaning that a faster dynamics is observed under blue
light photoperturbation. In section 10.1, rheological measurements
on the macroscopic scale showed that the same photoperturbation
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Figure 48: (a) Relaxation time τ as a function of temperature under UV and
blue light photoperturbation, normalized by the correspondent
relaxation time measured in dark, at q = 0.1nm−1.(b) Arrhenius
plot of the relaxation times measured in the temperature range
40− 90◦C, in dark and under UV illumination, at q = 0.1nm−1.
Data are compared with the VFT curves (continuous lines) that
describe the temperature dependence of the mechanical shear vis-
cosity.
causes an increase in the shear viscosity, i.e. the film becomes more
rigid. The cis-trans configuration cycling induced by blue light seems
to cause fast molecular reorganization on the microscopic scale, lead-
ing to a macroscopically more rigid system.
Figure 48b reports an Arrhenius plot of the temperature depen-
dence of the relaxation time τ measured at q = 0.1nm−1. Data are
compatible with the VFT curves obtained from the analysis of the me-
chanical properties of PA4 monolayers at the air/water interface, with
the exception of data measured at T = 42◦C. This deviation could
be due to the fact that the slow dynamics may start approaching the
long-time stability of the experimental setup, which is limited by phe-
nomena such as the drift of the synchrotron x-ray beam for the dark
data, or radiation induced damage of the sample for the UV case.
11.1 dynamical heterogeneity
In this section, the equilibrium dynamics of the system under UV
illumination is characterized using higher order correlation function,
investigating for the eventual presence of heterogeneous dynamics.
Figure 49 shows the two times correlation C(q; t1, t2) measured
under UV photoperturbation, at T = 72◦C and with exchanged mo-
mentum in the range q = 0.05 − 0.08nm−1. At all the values of q
investigated, a close but qualitative inspection the two times corre-
lation functions show that the relaxation time τ is roughly constant
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Figure 49: Two times correlation function C(q; t1, t2) measured under UV il-
lumination at T = 72◦C and (a) q = 0.05nm−1, (b) q = 0.06nm−1,
(c) q = 0.07nm−1, (d) q = 0.08nm−1.
with time, although it seems to display fluctuations as a function of
aging time. This statement is deduced by a qualitative analysis of
figure 49, but it can be verified by the more refined approach that
involves the calculation of the variance χ of C(q; t1, t2), performed as
outlined in section 7.4.
The variance χ, reported for several values of q in figure 50, presents
a well defined peak in the time range between 10− 50 seconds, symp-
tomatic of heterogeneous dynamics, only for data measured under
UV illumination. No peak has been detected in absence of illumina-
tion. In figure 51 the position τC -(a) panel- and the intensity χ∗ -(b)
panel- are reported. It is worth noting that τC show the same propor-
tionality with the inverse of q that was observed for the relaxation
time τ. On the other hand , the intensity of the variance peak χ∗
is found to be inversely proportional to the cube of the exchanged
momentum, χ∗ ∝ q−3. Since χ∗ is expected to be inversely propor-
tional to the number of independent regions in the scattering volume
that are responsible for the observed dynamical heterogeneity, the ob-
served dependence is reasonable, assuming the characteristic size of
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Figure 50: Variance χ of the two times correlation functions reported in fig-
ure 49, measured under UV illumination.
the regions to be proportional to the length scale probed d = 2pi/q at
each value of the momentum transfer q.
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Figure 51: (a) Time position τC of the peak found in the variance χ(q; t) of
the two times correlation function, measured under UV illumi-
nation at T = 72◦C, reported as a function of q along with the
corresponding relaxation time τ. Dashed lines are fit with q−1
dependencies. (b) Intensity χ∗ of the peak of χ, measured in the
same condition. Dashed line is the fit with q−3 described in the
text.
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Figure 52: Aging evolution of the variance χ of two times correlation func-
tions measured at different waiting time after the illumination
with UV light. χ is reported for several waiting times, with zero
time corresponding to the beginning of photoperturbation with
UV light.
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Figure 53: (a) Time position τC of the peak in the variance of the two times
correlation function χ(q; t), measured during UV photoperturba-
tion at T = 72◦C, reported as a function of aging time, along
with the relaxation time τ. Dashed lines are a guide to the eye.
(b) Intensity χ∗ of the peak of variance χ, measured in the same
conditions, reported as a function of the aging time.
11.2 out-of-equilibrium dynamics
The previous sections report a deep characterization of the equilib-
rium dynamics in the different illumination conditions. This section
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focus on the out-of-equilibrium trans-to-cis transition, induced by UV
illumination.
Several correlation functions C(t1, t2) were calculated at different
waiting times tage, measured after the time tage = 0 at which the
UV light was turned on. From each of these, a variance χ was calcu-
lated. A subset of variances are shown in figure 52. Unsurprisingly,
the variance shows a peak, indicating that the UV-induced rearrange-
ment dynamics is heterogeneous; this result is somehow expected,
given the strong rearrangements of molecules induced in the sample
by the external photoperturbation. The time position τC and the in-
tensity χ∗ of the peak of χ are measured as a function of the aging
time, and they are reported respectively in panels (a) and (b) of figure
53. The evolution of τC indicates that an equilibrium state is reached
after roughly 300 seconds, a result confirmed by the corresponding
evolution of the relaxation time τ 300s calculated from single time
correlation functions g(2)(q; t). Analogously, the intensity χ∗ reaches
a stable value at tage ' 300s; we note that this time scale if compat-
ible with the duration of the transition as probed by ISR, measuring
the mechanical properties of a single monolayer of PA4.
Part V
S T U D I E D S Y S T E M S :
B ) 2D N A N O PA RT I C L E G E L S
The mechanical response and the internal dynamics of 2d
nanoparticle gels at the air/water interface are measured.
Dynamical heterogeneities are characterized by means of
four-times correlation functions.

12
2D G E L S O F G O L D N A N O PA RT I C L E S
The second class of systems investigated in this work consists of 2d
films of gold nanoparticles (GNPs) formed at the air/water interface.
Random 2d assemblies of GNPs are remarkably interesting from
an applicative point of view, in particular in the field of non-linear
optics[100], as catalyst for chemical reactions [101], for bio-inspired
molecular electronics [20, 102], or even in medicine, diagnostics and
therapeutics [12, 103, 104]. Moreover, 2d arrays of GNPs are used
as substrates in Surface-Enhanced Raman Spectroscopy (SERS) ex-
periments [105], capable of single-molecule investigations. Most of
these recent applications of inorganic nanoparticles to nano-science
are based on their adsorption at fluid-fluid or air/fluid interfaces
[106, 107, 108], obtaining interesting experimental realization of ideal
2d systems.
The high variability of interparticle interactions of inorganic nanopar-
ticles in granted by functionalization or coating with different poly-
mers or molecular groups. An accurate tuning of the size and in-
terparticle potentials of GNPs makes their investigation particularly
useful to complement the theoretical investigation of interfacial sys-
tems, filling the gap of length scales between molecular surfactants
and micron-sized particles.
This part of the project is focused on the study of monolayers of
weakly attractive gold nanoparticles at the air/water interfaces. The fol-
lowing chapters report:
• the morphological characterization of GNPs Langmuir films, as
a function of their surface concentration, with particular regard
to the characterization of their morphology (and of its structural
heterogeneity);
• the measurement of the mechanical response function of these
films, performed by means of oscillating needle shear rheology,
as a function of relative strain, frequency and surface concentra-
tion;
• the investigation of the internal dynamics of GNPs films by means
of XPCS, as a function of surface concentration, focusing on the
characterization of dynamical heterogeneities using four-times
intensity correlation functions g(4)(q; t).
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12.1 langmuir films of thyolated gold nanoparticles
Colloidal suspensions of GNPs, stabilized by a coating of dodecanethiol,
were produced by Prof. Ruggeri and coworkers (University of Pisa)
following the literature [109], by means of the reduction of hydro-
gen tetrachloroaurate(III) by sodium borohydride in methanol using
mercaptosuccinic acid (MSA) as the stabilizing thiol ligand.
(a) (b)
Figure 54: a) AFM microscopy image of 7nm GNPs. b) SEM microscopy image
of 7nm GNPs.
The two different batches of colloids used in the present study,
with diameter 7nm and 80nm respectively, have typical distribution
widths σ = 5Å and 20Å. The particles and their size distribution and
polydispersity were characterized by means of AFM, SEM and TEM mi-
croscopies: examples of such measurements are shown in figure 54.
The size of the nanoparticles has been checked also by measuring
the UV-Vis absorption spectrum, which is shown in figure 55. Spectra
were measured on highly diluted hexane solution of GNPs. The esti-
mation of the diameter, used to confirm the measurement obtained
through SEM and TEM characterization, was evaluated from the posi-
tion of the surface plasmon resonance peak of gold, following [110].
It must be noted that the dodecanethiol coating provides a hy-
drophobic interaction which stabilizes the particles when they are
suspended in an organic solvent, so that the bulk suspensions are sta-
ble for months after preparation by an hard-sphere-like interaction.
On the contrary, when spreaded at the air/water interface, the same
organic coating provides a weakly attractive interaction between the
particles. When two particles are brought closer, they are suddenly
linked by the interdigitation of the hydrophobic dodecanethiol chains,
so that water is expelled from the interparticle region. A very delicate
branched 2d network structure is then formed, and it requires partic-
ular care in handling.
To form the Langmuir monolayer, an hexane-chloroform 9 : 1 sus-
pension of gold nanoparticles, with optical density 0.48abs/cm, was
spread on the water surface using a 50µl Hamilton syringe. The
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Figure 55: UV-Vis absorption spectra measured on diluted solutions of gold
nanoparticle of diameter 7nm and 80nm.
spreading of a single syringe of solution, performed while keeping
the tip of the needle in contact with the water surface, required roughly
5 minutes, with frequent changes of the position of the needle’s tip
on the water surface. This was followed by a waiting time of 5-10 min-
utes, included to ensure complete solvent evaporation. The procedure
was repeated to reach the total amount of 400µL of solution spread,
for a total spreading time of roughly one hour. Subsequently, the com-
pression was started; successive cycles of very slow compression/ex-
pansion motions of the barriers were applied between the pressures
of Π = 3mN/m and Π = 5mN/m, repeating the cycles at increasing
pressure up to a maximum value Π = 9mN/m, at constant tempera-
ture of T = 15◦C, in a similar way as reported in literature [111]. Mea-
surements were then performed at constant temperature (T = 18◦C)
and increasing surface pressure, ranging from Π = 10mN/m up to
Π = 30mN/m.
Figure 56 reports a compression isotherm obtained following this
procedure, that produce an irreversible compaction of the Langmuir
film. The required number of cycles (around 5) is empirically deter-
mined by observing when they do not produce a further increase
of the packing of the film. As explained in chapter 4.1, if the film
presents an high shear modulus, the surface pressure is to be replaced
by the tensor of the stresses, and therefore the reading of Wilhelmy
plate depends also on its relative orientation with respect to the mov-
ing barriers [112, 113]. Keeping this in mind, the isotherms as well
as all the rheological measurements presented in this work were per-
formed while keeping the Wilhelmy plate always in the same ori-
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Figure 56: Π−A isotherm of a Langmuir film of GNPs (diameter: 80nm). The
insets show in detail the compression-expansion cycles described
in the text.
entation, i.e. perpendicular to the moving barriers of the Langmuir
trough.
12.2 morphology and surface concentration
The morphology of the films formed at the air/water interface has
been directly observed by means either of Brewster Angle Microscopy
(BAM) or Null-Ellipsometry in imaging mode. Ellipsometry measure-
50 µm
(a)
50 µm
(b)
Figure 57: a) Brewster Angle Microscopy (BAM) and b) Null-Ellipsometriy
images of a Langmuir monolayers of GNPs, respectively at Φ =
33% and Φ = 71% respectively.
ments were performed with an angle of incidence of 22◦ with respect
to the vertical direction, thus obtaining a wider field of view with
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Figure 58: SEM images of GNPs monolayers transferred on silicon (Φ = 69%)
along with the correspondent histograms of the void diameters,
compared with the Levy distribution (blue line) given in equa-
tion 12.1 (algebraic exponent α ' 3). a-b) Magnification 100k, c-d)
magnification 10k.
respect to that obtained at air/water interface’s Brewster angle (53◦).
At low surface pressure, a foam-like structure is observed (see fig-
ure 57a), with at higher surface pressure, above Π = 20mN/m, the
structure of the film is more compact. This compact film still shows
irregular holes at all the spatial scales, as shown in figure 57b.
This irregular morphology can be quantitatively investigated by the
analysis of films transferred on solid substrate. Typical SEM images,
recorded at 100k and 10k magnification, are shown in the left panels
of figure 58. They confirm the presence of structural heterogeneity
in the morphology of the system, with the presence of clusters and
holes. The size of these structures varies on a broad range, from few
tens of nanometers to several microns.
The distributions of hole sizes calculated from these images are
shown in the right panels of figure 58. They were calculated by ex-
trapolating a mean diameter, approximating the holes as circles. The
distributions, peaked roughly at l = 100nm, are strongly asymmetri-
cal and compatible with a Levy distribution function [114]
N(l) ∝ exp
− cl−µ
(l− µ)α
. (12.1)
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In this equation,
• α is the tail exponent, which defines how the distribution decay
at large values of the diameter;
• µ is called location parameter and can be viewed as the “mini-
mum diameter” of the distribution;
• c is the scale parameter, defining the width of the distribution: an
higher value of c corresponds to a larger distribution.
The distributions measured at 100k and 10k magnification are both
characterized by an algebraic tail with exponent α ' 3. The location
parameter µ decreases as the magnification is raised, as expected; in
fact, the value of µ corresponds to the smaller hole that can be dis-
tinguished in the image. On the contrary, the scale parameter c (and
the distribution width) is almost constant among error bars; the two
distributions have comparable widths.
A summary of the fitting parameters is reported in table 5.
Magnification 10k 100k
µ(µm) 0.030± 0.003 0.01∓ 0.005
c(µm) 0.25± 0.03 0.4± 0.2
α 3.0± 0.1 2.9± 0.2
Table 5: Parameters retrieved from the fit with equation 12.1 of the SEM im-
age hole size distributions of films of gold nanoparticles.
No crystalline phase was detected neither by in-situ GID nor by
SEM imaging in the direct space, even in films transferred at high
surface pressure, where an higher fraction of area covered by the film,
and a possible crystalline phase was more likely to appear.
The fraction Φ of surface covered by the film is usually deduced
from the dispersed aliquot. The precise determination of Φ is partic-
ularly relevant [115] in the discussion of the results of ISR and XPCS
experiments, reported in the following chapters. Therefore, its deter-
mination from the volume of solution spreaded at the interface was
double checked in situ by null-ellipsometry and ex situ by SEM imag-
ing of monolayers transferred onto a solid substrate. The three inde-
pendent determinations coincide, as shown in figure 59, making us
confident of the accuracy of Φ.
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Figure 59: Evaluation of surface concentration Φ as a function of the trough
Area, obtained from Null-ellipsometry measurements, analysis of
SEM images, and from the spreaded amount of sample.
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I N T E R FA C I A L E L A S T I C R E S P O N S E
The mechanical response of the film has been characterized using the
oscillating needle interfacial rheometer described in chapter 4.1.
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Figure 60: Storage and loss moduli G ′ and G ′′ measured on a Langmuir
film of GNPs (diameter 80nm) as a function of its relative strain.
The measurement was performed at constant frequency ω =
3.14rad/s.
The first characterization was performed at constant frequencyω =
3.14rad/s, while varying the stress exerted on the Langmuir film.
The dynamic shear moduli G ′ and G ′′ obtained from this measure-
ment are reported in figure 60 as a function of the relative stress
γr = |γ|/H, where H is the distance that separates the magnetic nee-
dle and the glass channel. The mechanical response is constant for
γr < 0.1%, while for higher strain the storage modulus G ′ drops. This
phenomenology is known as strain softening, typical of many soft gel
systems.
The loss of elasticity is due to the rupture of the weak links that
form the gel structure formed at the air/water interface, caused by
the excessive amplitude of the movement of the needle when γr >
0.1%. We can identify a critical strain rate γ ′ = 2 · 10−3sec−1 as the
limit below which the modulus is strain-rate independent. All the
measurements reported here have been performed while maintaining
the strain rate well below this threshold, in the linear regime of the
mechanical response.
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Figure 61: ISR measurements on films of GNPs (80nm and 7nm diameter),
performed with the oscillating needle technique at T = 18◦C. a)
Dynamic shear moduli G ′ and G ′′ as a function of the surface
pressure Π. b) Loss factor tan(δ) reported a function of surface
pressure Π.
Figure 61 shows the evolution of the dynamic shear modulus (a)
and of the loss factor (b), a s a function of Π. The measurements in-
dicated as circles (80nm) and diamonds (7nm) were performed at
constant frequency ω = 3.14rad/s during compression of the Lang-
muir film at constant barrier velocity, as it is done while measuring
a Π−A isotherm. As the area is reduced, and the surface pressure
increases, |G| steadily increases while tan(δ) shows little evolution,
decreasing slightly and reaching a limit value close to 0.5. Therefore,
the mechanical response of films formed by particles of either 7nm
and 80nm diameter is mainly elastic even at the lowest concentra-
tion studied, confirming that a gel network has been formed. This
result seems to be independent from the procedure followed to form
the Langmuir film, since it has been observed both in a film formed
with the compression-expansion cycles and in a film formed without
such a preliminary preparation. Hence, we suppose that the behavior
of tan(δ) is related to the interparticle interaction more than to the
mesoscopic structure of the film. A similar evolution of mechanical
moduli as a function of aging time has been recently found in ther-
motropic colloidal gels [116]. On the contrary, the modulus |G| clearly
depends on the diameter of the particles, which is reasonable for a
gel presenting formation of irreversible links during compression.
We compare these results with measurements performed after a
waiting time of 5 minutes following the end of the barrier’s motion
necessary to reach each surface pressure (triangles). We note that,
while the storage modulus G ′ is unchanged, the loss modulus G ′′-
and tan(δ)- is reduced by a factor of 2.5. This finding helps to clarify
the origin of the dissipation response of the film, which is likely to be
related to the presence of dissipative friction between the particles, in
interfacial elastic response 111
20 30 40 50 60 70 80 90
10−1
100
101
Surface concentration, Φ (%)
D
yn
am
ic 
m
od
ul
i, 
G
’, 
G
" (
mN
/m
)
 
 
G’
G"
Figure 62: Storage and loss moduli G ′ and G ′′, measured on a Langmuir
film of GNPs, reported as a function of the surface concentration
Φ.
particular at high surface concentration. This contribution is stronger
when the system is much out of equilibrium (steady compression); at
the same time, it is less pronounced when the system is allowed to
relax toward a stationary gel state, waiting for some minutes after the
end of the barrier motion before starting the measurement.
The mechanical shear moduli are reported in figure 62 as a func-
tion of the surface concentration Φ of nanoparticles at the air/water
interface. Both G ′ and G ′′ are found to obey a power law like G ∝ Φ˜z
in which the power law exponent z = 0.65(1) is the same for all the
three quantities, and Φ˜ is the reduced concentration Φ˜ = Φ−Φ0Φ0 , thus
defined by scaling the concentration to a reference valueΦ0 = 0.27(1).
Noteworthy, Φ0 is close to that at which the gel was compacted by
the expansion/compression cycles. Analogous results were found for
films of 80nm particles.
Similar power law scaling behaviors of elasticity post gel-formation
have been found in many bulk systems, and they are related to the
underlying physics of percolation [117, 118]. The value of z = 0.65
measured here for the growth of two-dimensional G is weaker than
2.4 observed in protein gels [119] or 4.0 in carbon black gels [120].
However, both are 3d systems: a dependence on dimensionality is to
be expected. There is less comparable data in 2d, but approximately
linear growth of G for protein layers can be seen in [52].
The frequency dependencies of G ′ and G ′′ are shown in figure 63a
and 63b. The storage modulus is almost constant in the frequency
range here probed, with only a slight frequency dependence on the
lower frequency side, which becomes more apparent at the highest
112 interfacial elastic response
100 101
0
0.5
1
1.5
2
2.5
3
3.5
4
4.5
ω (rad/sec)
G
’ (m
N/
m)
(a)
100 101
0
0.5
1
1.5
2
ω (rad/sec)
G
’’ (
mN
/m
)
 
 
φ = 81%
φ = 69%
φ = 44%
φ = 35%
φ = 28%
(b)
Figure 63: a) frequency dependence of the storage modulus G ′ measured at
T = 18◦C, for several values of the surface pressure b)frequency
dependence of the loss modulus G ′′, measured in the same con-
ditions.
covered fractions. The loss modulus is, on the contrary, almost con-
stant at low frequency, crossing over to a linear increase at the higher
frequencies. It should also be remembered that it remains always
smaller than G ′. This complex behavior can be rationalized in the
framework of a widely used model for the soft glass rheology (SGR)
[121].
This viscoelastic model is an extension to the field of rheology of
models, such as the trap model, commonly used in glass physics to
describe systems under aging [78]. The SGR model predicts that G ′
and G ′′ follow, at sufficiently low frequencies, the same power law
with exponent m = x/xg − 1. Here x is an effective noise tempera-
ture and xg a glass transition temperature, below which the system
dynamics is time-dependent, in the sense that it shows aging. In the
0 20 40 60 80 100
0
0.05
0.1
0.15
0.2
0.25
Surface concentration, Φ (%)
lo
ss
 fa
ct
or
, B
 / 
Å
Figure 64: Cocentration dependence of the loss factor B/A obtained from the
fit of the frequency dependencies of G ′ and G ′′ using equations
13.1.
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Figure 65: a) Master curves obtained from the measurement of the frequency
dependence of G ′ and G ′′ at several values of the surface pres-
sure. b) master curves parameters a and b reported as a function
of surface pressure Π.
same frequency range the loss factor, tan(δ), is predicted to be pro-
portional to m. Hence for small values of m the model is suitable to
describe an essentially elastic material. In this framework, the com-
plex shear modulus is described by the following equations:
G ′ = Aωm
G" = Bωm + ηω (13.1)
where m(Φ), A(Φ), B(Φ), η(Φ) are the free parameters of the model.
The purely viscous, or linear, term in G ′′ is not part of the SGR
model itself; it is observed in many systems, and can be added to the
model to account for the contribution coming from the suspension
viscosity η [122, 56]. The continuous lines in figures 63a and 63b are
obtained fitting simultaneously G ′(ω) and G"(ω) for each measured
packing fraction. The values of the exponent m range between 0.01
and 0.06. This could mean that the system is close to a transition
towards an aging state of the dynamics. However, it is difficult to
draw any conclusion, since m is more likely to be zero, compatibly
with the error bars.
The ratio between the parameters B and A (the tan(δ) of the SGR
contribution) is always greater than 0.1 and almost constant as a func-
tion of the covered fraction, as shown in figure 64. We are thus confi-
dent that what we see is not an artifact of the measurement, since the
ISR instrument is sensitive to such values of tan(δ). On the contrary,
viscosity η increases with the surface concentration Φ.
The frequency dependent mechanical moduli measured at several
values of concentration Φ for either 7nm and 80nm nanoparticles,
can be superposed to form a mastercurve. The superposition is ob-
tained following a robust two step rescaling of each data set: the first
step consists in a shift of both G ′ and G ′′ by the same factor b; the
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Figure 66: The dynamic shear moduli G ′ and G ′′, the inverse of the mas-
tercurve scaling parameter b and the viscosity η as a function
of surface concentration. Continuous lines are fit with the power
law of the reduced concentration
second step is done by multiplying the frequencies by a factor a. The
master curves obtained are reported in figure 65. Since the frequency
dependencies of G ′ and G ′′ are quite similar at all the values of Π
considered, the shifting procedure was mainly performed along the
y-axis. Therefore, the parameter a -representing the shift along the
x-axis- is constant over Π (i. e. over the surface concentration Φ) and
close to 1, as shown in figure 65b.
The inverse of the scaling parameter b -obtained from the mas-
tercurve building procedure- and the viscosity η -governing the loss
modulus frequency behavior in the SGR model- scale (as expected,
given how they are obtained) with the surface concentration Φ in the
same way as the shear moduli G ′ and G ′′; these quantities are re-
ported in figure 66, along with the fits with the power laws described
above in this chapter, confirming the overall consistency and repro-
ducibility of the different measurements.
14
X P C S M E A S U R E M E N T S O F 2D G E L D Y N A M I C S
The internal dynamical fluctuations of the 2d gel formed by gold
nanoparticles at the air/water interface have been measured at the
beamline ID10A (ESRF) using the experimental setup detailed in chap-
ter 8.2.
Interestingly, we note that the correlation functions measured at
the same value of q||, but at different values of q⊥, are identical; they
decay with the same relaxation time. In the left panels of figure 67
we report the correlation functions measured at several values of q||
and at q⊥ = 0.005Å−1. Each panel refers to a different surface con-
centrations of the 2d gel. The panels on the right of the same figure,
on the contrary, report the very same correlation functions as a color
map, function of q|| and of the correlation time t. In these images, the
relaxation time τ obtained from the fits with the KWW exponential are
reported as white lines. Note that the correlation functions, as well as
τ, relax faster as q|| increases.
14.1 anisotropic dynamics
In figure 68, the relaxation time τ is shown as a map, as a function of
q|| and q⊥. Each panel refers to a different values of the concentration
Φ. The dynamics is clearly anisotropic, with the relaxation time scal-
ing along q|| while remaining constant along q⊥. This result indicates
that the slow dynamics probed by the correlation functions g(2)(q; t)
is confined at the air/water interface.
Hence, from now on the relaxation times of the 2d slow dynamics
are averaged along the q⊥ direction. Correlation functions were fitted
with KWW exponentials. A compression exponent γ = 1.5 is found at
all the values of q||, q⊥ and Φ probed. Henceforth in the subsequent
analysis, the value γ = 1.5 has been kept fixed.
The q-dependence of the relaxation time τ is reported in figure
69, for several values of Φ. At all the concentrations investigated, τ
in roughly inversely proportional to q||, in particular τ ∝ q−n|| with
n = 0.8(1).
At the same time, from these curves we obtain the Φ-dependence
of τ, reported in figure 70. The relaxation time grows with increasing
surface concentration, compatibly with the behavior found for elastic
shear modulus G ′ on the very same sample:
τ = τ0
(
Φ−Φ0
Φ0
)z
(14.1)
with Φ0 = 27% and z = 0.65.
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Figure 67: the panels on the left report correlation functions measured at
several values of q||; continuous lines are fits with KWW exponen-
tials. The same correlation functions are reported in the panels on
the right as a function of q|| and of the correlation time t; white
lines represent the relaxation time τ obtained from the fits.
a,b) Φ = 35%; c,d) Φ = 69%; e,f) Φ = 88%.
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Figure 68: Maps of the relaxation time τ as a function of the components
of the exchanged momentum, q|| and q⊥, measured at a) Φ =
35%, b)Φ = 69%, c)Φ = 81% and d)Φ = 88%. The color-bar
scale values are expressed in seconds. White lines are isochronous
curves.
These results are compatible with the predictions of the Bouchaud-
Pitard model detailed in chapter 7.3, describing the internal fluctu-
ations of an elastic solid, such as the 2d gel currently under inves-
tigation. In particular we briefly recall here that in this model, the
dipoles of forces induced by rearranging stresses in the elastic gel
network imply that:
• the correlation functions g(2)(q; t) follow a compressed, faster-
than-exponential decay with compression exponent γ = 1.5;
• the relaxation time decais with the inverse of the exchanged
momentum
τ ∝ q−1;
• the relaxation time is proportional to the elastic shear modulus
G ′
τ ∝ G ′
.
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Figure 69: Relaxation time τ as a function of the parallel component of the
exchanged momentum, q||, at several values of the surface con-
centration.
This results can be view as an experimental confirmation of the
validity of a generalized fluctuation-response function theorem in
the 2d gel of gold nanoparticles. However, we must recall that the
Bouchaud-Pitard model predicted a proportionality between the re-
laxation time and the dilational elasticity. An analogous coupling for
shear elasticity is supposed by the authors [73].
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Figure 70: Relaxation time τ as a function of the surface concentration Φ
(blue squares), compared with Φ-dependence of the storage mod-
ulus G ′ (circles). The continuous line is a fit with the power law
of the reduced concentration Φ˜ described in the text.
14.2 dynamical heterogeneities 119
14.2 dynamical heterogeneities
To check if the slow dynamics is the only surface dynamics of the
sample, it is not possible to rely exclusively on intensity autocorrela-
tion functions. As a matter of fact, the analysis of g(2)(q; t) character-
ize dynamics within a given time window, whose short-time limit is
mainly determined by the amount of scattered intensity and by the
detector speed. In our experiment, the signal intensity did not allow
acquisitions with exposure time faster than 0.01 sec.
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Figure 71: Contrast β of the correlation function g(2)(q; t), reported as a
function of q|| 2. It follows a Debye-Waller decay, with exponent
related to the localization length a. Inset) localization length a
reported as a function of the surface concentration Φ.
A different strategy is required. As a starting point, we report the
investigation of the dependence of the contrast β on the exchanged
momentum q. As a matter of fact, any dynamics faster than the ex-
posure time may reduce the contrast of the correlation function from
the Siegert factor, which is roughly equal to 0.2 in this configuration
of the experimental setup. This it what is observed in this work, as
clearly shown in figure 71.
Information on this motion, if present, can be obtained from the q-
dependence of the contrast β, which follows a pseudo Debye Waller
law [116, 72, 123] parametrized by the localization length a:
β = β0 exp
(
−
q2a2
3
)
(14.2)
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Figure 72: two times correlation functions measured at T = 18◦C, q|| =
0.009Å−1, q⊥ = 0.004Å−1 and surface concentration a) Φ = 69%,
b) Φ = 88%. The arrow represents the direction along which the
lag time τ˜ grows. The white stripe indicates the value τ˜ = τC
where g(4)(q; t) is calculated.
The fits are displayed in figure 71. The inset shows the variation of a
as a function of increasing surface concentration Φ: the localization
length decreases to reach a limiting value of 50Å. This value is com-
parable with the radius of the particles; this result provides a direct
confirmation of the presence of increasing caging effects -and subse-
quent dynamical arrest- as the surface concentration increases.
We note that the extrapolation of β to q|| = 0 never reaches the
Siegert factor; this suggests heterogeneity: during each exposure, only
a fraction of particles remains localized within the length scale a,
while the remaining population is more mobile, traveling over dis-
tances longer than 1/qmin ' 250Å [116].
As detailed in chapter 7.4, higher order correlation functions are a
key tool to access and fully characterize the dynamical heterogeneity
of the sample dynamics. Figure 72 reports the two times correlation
functions C(q, t1, t2) measured at q|| = 0.009Å−1, q⊥ = 0.004Å−1
and surface concentration Φ = 69% (left) and Φ = 88% (right). Both
correlation functions shows a stationary slow dynamics, represented
by contour lines that are parallel to the main diagonal. Therefore, the
presence of aging on the temporal scale investigated by the experi-
ment can be excluded.
In order to confirm the presence of heterogeneous dynamics in the
sample, the “standard” approach involves the calculation of the vari-
ance χ(τ˜) of these two-times correlation functions, as already done in
this project on films of the photosensitive azopolymer PA4.
The variance χ measured for surface concentration Φ = 88% is re-
ported in figure 73, for several values of q. The presence of a very
14.2 dynamical heterogeneities 121
0
1
2 q||=0.006 Å
−1
0
1
2 q||=0.010 Å
−1
χ/
β2
 
(10
−
4 )
10−1 100 101 102
0
1
2 q||=0.013 Å
−1
time t (s)
Figure 73: Variance χ of the two-times correlation function, measured on a
film of GNPs at Φ = 88%, for several values of q||.
broad peak seems to confirm that the dynamics of the sample is het-
erogeneous.
The position τC of the peak seems to be shifted towards faster times
as the exchanged momentum is increased, compatibly with the large
width of the peaks that hinder the analysis. Analogous results were
obtained for Φ = 69%. On the contrary, the XPCS experiment per-
formed at the other values of surface concentration were character-
ized by a too high value of exposure time (' 1sec) to allow a similar
analysis.
Usual XPCS experiments characterize the dynamical heterogene-
ity by means of the variance calculation only. The extremely high
signal-to-noise ratio allows the calculation of the four-times correla-
tion function g(4)(q; t, τ˜), using equation 7.16. Here, the correlation
time τ˜ is kept fixed to τC, the time where the variance χ has its max-
imum (sketched as a white stripe in figure 72). This result enables a
direct comparison between the time-scales identified by two intensity
autocorrelators, g(2)(q; t) and g(4)(q; t), which is in principle more
straightforward than the more common (but indirect) comparison be-
tween the time scales identified by a two-times correlator (g(2)(q; t))
and a dynamical susceptibility (χ).
The results of the calculation of g(4)(q; t) for the sample at Φ =
88% are reported in figure 74a, for several values of q: the four times
correlation functions shows a peak whose position τ∗, in a similar
way as the variance χ, is shifter towards faster times as the value of q||
is increased. Within the experimental uncertainty, the intensity g∗ of
the peak of g(4)(q; t), reported in figure 74b, is roughly constant over
the whole experimental range of q|| accessed in this experiment, for
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Figure 74: Four-times correlation function g(4)(q, t), measured on a film of
GNPs at Φ = 88%, for several values of q||.
both Φ = 69% and Φ = 88%. Therefore, it is not possible to identify
a characteristic spatial scale over which the motion is heterogeneous:
similar results were found also in other systems presenting dynamical
heterogeneity [124, 99].
On the contrary, the intensity of the peak increases as the concentra-
tion is raised. The analysis of the effect of an increased concentration
Φ on g(4)(q; t) are detailed in figure 75a. Reaching the higher value of
Φ, the peak of g(4)(q; t) is shifted towards slower times and its inten-
sity grows. The increase of the peak intensity g∗ is commonly related
to an increased dynamical correlation length. This behavior is similar
to what is predicted by numerical simulations [78], keeping in mind
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Figure 75: a) Four-times correlation function measured at q|| = 0.009Å−1 at
Φ = 69% and Φ = 88%. b) q-dependencies of the position of the
peak of g(4)(q, t) (empty symbols) and of the relaxation times τ
obtained from the analysis of g(2)(q; t).
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the analogy between decreasing temperature in supercooled liquids
and increasing packing fraction in colloids. A similar behavior is also
exhibited by the variance χ as measured by XPCS on gel systems [75]
and it is in agreement with the general idea that dynamical arrest is
related to developing heterogeneities.
The characteristic times τ∗ - corresponding to the peak of g(4)(q; t)-
and τ - corresponding to the relaxation time from g(2)(q; t)- are re-
ported in figure 75b as a function of q|| for different values of Φ. They
all scale roughly as q−1
||
in the very same fashion, however the het-
erogeneity appears on a time scale much shorter than the dynamics
probed by the intensity autocorrelation function. This behavior has
been found in other arrested systems, e.g. [124]. No dependence of
τ∗ on q⊥ was observed, indicating that all the investigated motions
(fast and slow) are confined at the air/water interface. Hence, it is
reasonable to ascribe the Debye-Waller like reduction of the contrast
β, characterized by the localization length a, to heterogeneous fast
surface dynamics.
These experimental results are hence in good agreement with ear-
lier simulations and experiments on supercooled liquids and attrac-
tive colloids in 3d [75, 78, 125], in which the decreased mobility (de-
termined e. g. by temperature or concentration) is followed by an in-
crease in the range of spatial and temporal correlations between par-
ticles.

Part VI
A C O M M O N V I E W
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C O N C L U S I O N S
This Thesis reports a comprehensive characterization of the dynami-
cal properties of Langmuir films belonging to two families:
• polymeric films made of a photosensitive azobenzene-based poly-
acrylate, PA4;
• films of gold nanoparticles functionalized with dodecanethiol.
The characterization is obtained combining delicate measurements
of the interfacial mechanical properties with that of the spontaneous
fluctuations in the same samples, an approach inspired by fluctua-
tion/response function theorems. The results are also compared with
the phenomenology of the 3D counterparts of the same systems. In-
teresting analogies are found, the more relevant ones are detailed in
the following:
a. Both systems - in "equilibrium" conditions- show viscoelastic re-
sponse with a dominant elastic part, i. e. the storage shear mod-
ulus G ′ is higher than the loss modulus G ′′.
b. The dependence of the mechanical modulus G as a function of
the relevant system variable (temperature and illumination for
the photosensitive azopolymer, concentration for the nanoparti-
cle films) is consistent with the behavior found in analogous 3d
systems. In particular:
• in PA4 Langmuir films UV photoperturbation induces a
decrease in the mechanical modulus, accompanied by a de-
crease in the correlation times, fully consistent with what
is found in 3D;
• in the same system, both in dark and under photoperturba-
tion, the temperature dependence of η2D = G ′′/ω follows
the same VFT law observed for the 3d viscosity with EPR
experiments [97, 126];
• in GNPs Langmuir films, the shear modulus G grows fol-
lowing a power law of the reduced concentration, G ∝(
Φ−Φ0
Φ0
)z
, as found in 3d gels [120, 127];
c. The internal dynamics of the systems was measured by means
of XPCS on the mesoscopic spatial scale corresponding to ten-
s/hundreds of nanometers. The spontaneous microscopic fluc-
tuation dynamics is connected to the macroscopic elastic me-
chanical response within the model proposed by Bouchaud and
Pitard [73] for the slow relaxation dynamics in elastic solids:
127
128 conclusions
- the correlation functions g(2)(q; t) decay as compressed ex-
ponentials,
g(2)(q, t) = 1+βe−2(t/τ)
γ
with exponent γ = 1.5;
- the relaxation time τ grows as the inverse of the exchanged
momentum q, τ ∝ q−1.
- The temperature (for azopolymer films) and concentration
(for GNPs films) dependencies of the relaxation time τ are
compatible with the corresponding dependencies of the
mechanical shear modulus G.
d. The existence, and the extent, of dynamical heterogeneities are
highly debated subjects within the community studying arrested
systems. In this Thesis dynamical heterogeneities were experi-
mentally investigated by XPCS measuring not only the variance
of the 2.nd order correlation function (which is the usual ap-
proach) but also, and for the first time, the 4.th order temporal
correlation function g(4)(q; t).
- The GNP films present pronounced dynamical heterogene-
ity: the relevant time scale τ∗, indicated by the position of
the peak observed in g(4)(q; t), scales as q−1. The inten-
sity of the peak is constant as a function of q, implying
that a peculiar spatial scale for the dynamical heterogene-
ity was not observed. Moreover, the number of particles
that move cooperatively increase as the surface concentra-
tion is raised.
- Also in the azopolymer film under UV photoperturbation,
dynamical heterogeneities were characterized analyzing the
q-dependence of the peak observed in the variance χ of the
two times correlation function C(q; t1, t2). The time scale
τC identified by the position of the peak is proportional
to the inverse of q, as observed for τ. The intensity of the
peak decays as q−3, indicating that the size of the coopera-
tive regions is proportional to the cube of the spatial scale
probed d = 2piq .
In general, the time scale of the fast heterogeneous dynamics
scale as the relaxation time of the slow dynamics measured us-
ing g(2)(q; t); the two time scales are separated by almost an or-
der of magnitude in both system. A similar behavior was found
in many arrested systems [26, 72, 75].
It would be interesting to connect, in 2d gel films of GNPs, the pres-
ence of heterogeneous dynamics with the hierarchy of heterogeneous
structures which is characterized in this Thesis on different spatial
scales using a combination of optical and electronic microscopies. In
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particular, at low volume fractions, a foam-like structure is observed.
At higher values of the surface concentration, although the film pack-
ing is increased, the film is still characterized by holes of irregular
shape, whose size distribution is compatible with a Levy distribu-
tion. In theoretical works and simulations reported in the literature, a
“Levy” structure is commonly associated to heterogeneous dynamical
fluctuations [128, 129].
15.1 future work
Some problematics encountered during this project have still to be ad-
dressed. The characterizations of the mechanical response reported in
this Thesis are performed on the macroscopic spatial scale identified
by the dimensions of the probe (i. e. an oscillating needle of diameter
D = 0.35mm), while the internal fluctuations are measured on the
spatial scale accessed by X-ray in a small-angle diffraction geometry,
e. g. tens/hundreds of nanometers.
It is indeed remarkable to have found many analogies between the
two quantities in the two systems investigated, despite this huge gap
in the spatial scales investigated. However, a more accurate charac-
terization could be obtained by measuring the mechanical response
of the system on the same spatial scale accessed by XPCS, using mi-
crorheology techniques, such as MPT. In an even more advanced ap-
proach, a combined XPCS/MPT experimental setup may allow a con-
temporaneous mechanical/dynamical characterization on the very
same sample.
At the same time, several points of this analysis remain open to
further investigations. In particular, the investigation of 2d film of
gold nanoparticles can be improved by studying the dependence of
the behavior of the system to:
• different size of the nanoparticles, up to hundreds of nanome-
ters, thus filling the gap of experimental analysis of 2d systems
with the theoretical simulations and experiments reported in
the literature, mainly performed on systems of micro-particles
[130, 131] and macroscopic disks [132].
• different interparticle potentials; while the weakly attractive po-
tential that characterize the GNPs system examined in this work
leads to the formation of a gels, a system where nanoparticles
interact through a repulsive potential could help to investigate
the behavior of 2d glasses.
Finally, similar investigations have recently begun on 2d films of
iron-oxide (Fe3O4) nanoparticles at the air/water and oil/water in-
terfaces [107], that proved to be subject to aging phenomena.

Part VII
A P P E N D I C E S

A
X - R AY S P E C K L E V I S I B I L I T Y S P E C T R O S C O P Y
The measurements of internal fluctuactions reported in this work
show that XPCS is not suited to access very fast dynamics: even if
APD detectors and hardware correlators are employed, the faster time
scale that can be accessed is close to 1µs. The faster 2d X-ray detector
currently available, Medipix, is characterized by a minimum exposure
time of 1ms. On the other hand, synchrotron radiation itself does not
possess a temporal structure fast enough to allow the investigation of
systems on the picosecond scale.
The construction of X-ray Free Electron Laser sources, like XFEL at
Desy (Hamburg, DE), will make the measurement of dynamics down
to the femtosecond scale possible. Such a fast timescale can not be
observed by means of XPCS with the detectors currently available: a
different approach is needed.
As shown, during this project, for XPCS measurements on films
of gold nanoparticles (chapter 12), spontaneous fluctuations taking
place on a timescale faster than the exposure time of the detector in-
duce a loss of contrast in the diffraction pattern. Subsequently, the
A)  T = 0.06 sec
B)  T = 0.12 sec
C)  T = 0.20 sec
D)  T = 0.32 sec
E)  T = 0.44 sec
F)  T = 0.60 sec Å
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Figure 76: Diffraction pattern of a colloidal suspension of silica spheres of ra-
dius R = 250nm. Each portion report a measurement performed
at a different value of the exposure time.
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Figure 77: Relative variation of the intensity over the pixels correspondent to
q = 0.004Å
−1
, measured at several values of the exposure time.
speckles are temporally averaged and they tend to fade as the expo-
sure time is increased. If an experiment that quantifies this loss of
contrast is performed, in principle it could measure the relaxation
times that characterize the dynamics of the system.
The presence of speckles in a diffraction pattern is quantified cal-
culating the normalized variance of the scattered intensity over the
ensembles of pixels characterized by a certain value of the exchanged
momentum. The analysis of the variance loss as the exposure time
of the detector is increased allows the measurement of the relaxation
time of the dynamics of the system at the given value of q. This tech-
nique is called X-ray Speckle Visibility Spectroscopy (XSVS) [133].
We collaborated to a feasibility experiment proposed by dr.Andrei
Fluerasu and coworkers (NSLS-II, Brookhaven National Laboratory,
New York, USA) and performed at the ID10A beamline of synchrotron
ESRF. Figure 76 reports the X-ray diffraction pattern of a colloidal sus-
pension of silica nanoparticles in propylene glycol (PG) at concentra-
tionΦ = 1% and constant temperature (12◦C). The diffraction pattern
is divided into six portions: each portion was measured with a differ-
ent exposure time. As the exposure time is increased, the diffraction
pattern appears “smoother”, as the speckles are averaged over time.
During the experiment, diffraction patterns were measured for ex-
posure time ranging from T = 0.01s up to T = 0.3sec; the time T
was increased by 0.01sec steps. In order to improve the statistics of
the measurement, for each value of the exposure time we measured
a sequence of 10 images. By summing frames, longer exposure times
have been be obtained. The detector pixels were grouped into concen-
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tric rings, centered on the position of the direct beam; each ring was
labeled with the respective value of q.
Figure 77 reports the relative variation of the intensity measured,
for several values of the exposure time, over a group of pixel at the
same value of q. It can be noted that the fluctuations of relative vari-
ation I/ < I > over the pixels are reduced as the exposure time is
increased.
The variance of the diffraction pattern -measured during an expo-
sure of duration T - on a ensemble of N pixels characterized by the
same value of q is quantified calculating the so-called speckle visibility:
v(q; T) =
∑N
1 I
2
i /N
〈I〉2 − 1 (A.1)
where Ii is the intensity measured by the i-th pixel and 〈I〉 is the in-
tensity averaged over the pixels. The visibility v was calculated using
equation A.1 on each ring -i. e. for each value of q- for increasing
exposure time. A subset of the resulting curves is reported in figure
78.
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Figure 78: Normalized speckle visibility (v(q, T) −A) /β reported for sev-
eral values of q, measured on the low concentration colloidal
suspension described in the text. Continuous lines are fit with
equation A.3.
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Figure 79: Relaxation time τ as a function of q (circles), obtained from the
fitting of visibility v(q; T) with equation A.3. Data are compared
with the relaxation times obtained from the XPCS analysis of a
series of 5000 frames with constant exposure of 1msec (trinagles).
It can be shown that the visibility is related to the intermediate
scattering function g(1)(q, t):
v(q; T) = 2β
∫T
0
1− t/T
T
∣∣∣g(1)(q; t)∣∣∣2 dt (A.2)
The sample considered here is a low-concentration colloidal sus-
pension: hence, the particles are likely to be subject to Brownian mo-
tion. Consequently, the intermediate scattering function decay as a
simple exponential, exp(−t/τ), and equation A.2 reduces to
v(q; T) = β
e−2T/τ − 1+ 2T/τ
2 (T/τ)2
+A (A.3)
where the baseline term A is introduce to account for higher-than-
expected values of v due to too-low count rates (i. e. see section A.1).
This model of the decay of the speckle visibility with increasing expo-
sure time was used to fit the experimental data: the resulting curves
are shown as continuous lines in figure 78.
The relaxation time τ, measured for several values of q using this
fitting procedure, is reported in figure 79. Its q-dependence is com-
patible with the q−2 behavior expected for Brownian motion, which
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is reported in the figure as a continuous line. Furthermore, the re-
laxation times were measured also by means of an XPCS experiment
(5000 frames with 1msec exposure time) performed on the very same
sample: the agreement between the results of the two techniques is
remarkable.
In conclusion, in an ideal XFEL XSVS experiment, the X-ray detector
receives a number n of pulses -each of them with a duration dt =
15fs- scattered from the sample, during its exposure time T˜ (of the
order of 1ms). The effective exposure time of the diffraction pattern
is T = n · dt. The required series of frames with increased exposure
time is obtained increasing the number of pulses that hit the sample
during the (fixed) detector exposure time T˜ .
a.1 critical discussion
Several experimental conditions have to be satisfied in order to obtain
a sufficiently high signal-to-noise ratio in a XSVS experiment. At first,
the experimental setup has to be configured so that the observation
of speckles is possible: these requirements are the same that have to
be satisfied in an XPCS experiment.
More strict conditions have to be posed on the intensity of the sig-
nal measured by the detector. If the intensity is too low, the detector
image of the diffraction pattern contains mainly 0 and 1, generating
a speckle visibility which is higher than the value expected at the ex-
posure time considered. This problem is particularly intense at high
values of q, where the diffracted signal intensity is lower. In the test
experiment described in this chapter, the maximum value of q con-
sidered is q = 0.0065Å
−1
. At higher values of q, for T < 0.1sec the
measured intensity was too low to correctly measure the speckle vis-
ibility.
Another source of miscalculation of the speckle visibility arises
when dark counts have to be subtracted to the measured intensity;
the Medipix detector does not present this problem, given its single-
photon counting capabilities, but the problem may arise when em-
ploying an X-ray CCD detector. A secondary aspect to be noted is
that the XSVS experiment reported here required the acquisition of
300 frames with different values of the exposure time, while the XPCS
experiment performed to check the results required 5000 frames, with
a huge saving of computational space and time.
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